
(c) The requirements in IBC Appendix C may be ap-
plied to certain agricultural buildings, as specified
in s. Comm 62.3600 (2), in lieu of corresponding,
otherwise applicable requirements of this code.

Note: Under s. Comm 62.0100 (1) and IBC section 102.4, where differences
occur between the requirements of this code and referenced codes or standards,
the requirements of this code apply.

(3) Department authority. Pursuant to s. 101.02 (1),
Stats., the department reserves the right to interpret the
requirements in this chapter and in all adopted codes
and standards.

Note: Section 101.02 (1), Stats., reads as follows: “The department shall adopt
reasonable and proper rules and regulations relative to the exercise of its pow-
ers and authorities and proper rules to govern its proceedings and to regulate the
mode and manner of all investigations and hearings.”

(4) Local ordinances.
(a) 1. Except as provided in par. (b), pursuant to s.

101.02 (7), Stats., a city, village, town or local
board of health may enact and enforce additional
or more restrictive standards for public buildings
and places of employment, provided the standards
do not conflict with this code.

2. Nothing in this code affects the authority of a
municipality to enact and enforce standards rela-
tive to land use, zoning or regulations under ss.
59.69, 60.61, 60.62, 61.35 and 62.23 (7), Stats.

(b) 1. Pursuant to s. 101.02 (7m), Stats., a city, village,
town or county may not enact and enforce addi-
tional or more restrictive standards for multifam-
ily dwellings, except as provided under 101.975,
Stats., and that do not conflict with this code.

2. Under subch. VI of ch. 101, Stats., only a mu-
nicipality with a preexisting stricter sprinkler ordi-
nance as specified under s. 101.975 (3), Stats.,
may enact an ordinance requiring the automatic
fire sprinkler system protection or 2-hour fire re-
sistance specified in s. 101.14 (4m) (d) and (e),
Stats. Under s. 101.14 (4m) (am), Stats., no mu-
nicipality may enact an ordinance specifying
thresholds for sprinkler protection or fire resis-
tance that differ from s. Comm 62.0903 or s.
101.14 (4m) (d) and (e), Stats. Specifying the
thresholds in s. 101.14 (4m) (d) and (e) does not
enable a municipality to depart from any other cri-
teria or procedure in this code.

Note: See Appendix A for a tabular listing of the thresholds in s. 101.14 (4m)
(d) and (e), Stats., and for a listing of the municipalities that the department be-
lieves have a preexisting stricter sprinkler ordinance.

3. This code does not affect municipal require-
ments contained in a “preexisting stricter sprinkler
ordinance,” as provided in s. 101.975 (3), Stats.

Note: Section 101.975 (3), Stats., reads: In this subsection, “preexisting stricter
sprinkler ordinance” means an ordinance that fulfills all of the following re-
quirements:

1. The ordinance requires an automatic sprinkler system in multifamily
dwellings containing 20 or less attached dwelling units.

2. The ordinance was in effect on January 1, 1992, and remains in effect
on May 1, 1992.

3. The ordinance does not conform to this subchapter and s. 101.02 (7m)
or is contrary to an order of the department under subch. I.

4. The ordinance is more stringent than the corresponding provision of
this subchapter or s. 101.02 or the contrary provision of an order of the
department under subch. I.

If a political subdivision has a preexisting stricter sprinkler ordinance, that or-
dinance remains in effect, except that the political subdivision may amend the
ordinance to conform to this subchapter and s. 101.02 (7m) and to be not con-
trary to an order of the department under ss. 101.01 to 101.25.

4. Any municipality exercising or intending to ex-
ercise jurisdiction under this code may apply to
the department for a variance permitting the mu-
nicipality to adopt an ordinance pertaining to mul-
tifamily dwellings not in conformance with this
code. The department shall review and make a de-
termination on a municipal request under this sec-
tion within 60 business days of receipt of the
request.

5. a. The department may grant a municipal vari-
ance only where all of the conditions in subds. 5. b.
and c. are demonstrated.

b. The municipality demonstrates that the vari-
ance is necessary to protect the health, safety, and
welfare of individuals within the municipality be-
cause of specific climate or soil conditions gener-
ally existing within the municipality.

c. The municipality demonstrates that the granting
of the variance, when viewed both individually
and in conjunction with other variances requested
by the municipality, does not impair the statewide
uniformity of this code.

d. Prior to making a determination on a municipal
variance, the department shall solicit within the
municipality and consider the statements of any
interested persons as to whether the variance
should be granted.

e. This subdivision shall be strictly construed in
accordance with the goal of promoting statewide
uniformity.

(5) Alternatives. Nothing in this code is intended to pro-
hibit or discourage the design and utilization of new
building products, systems, or components provided
written approval from the department is obtained first.

(6) New buildings and structures. Buildings, structures
and additions to buildings, structures and components,
to be constructed or erected on or after the effective
dates of the rules under this code shall be designed, con-
structed and maintained in accordance with the rules of
this code as these rules exist on one of the following:

(a) Pursuant to s. Comm 61.30, the date plans for the
building, structure or addition are approved by the
department or authorized representative.

(b) The date the local building permit is issued, if plan
submission and approval is not required under s.
Comm 61.30.

(c) The date construction is initiated, where parts. (a)
and (b) do not apply.

(7) Alterations. Those portions, elements, systems or
components of existing buildings and structures to be
altered or modified on or after the effective dates of the
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rules under this code and where the alteration or the
modification affects a building element or component
relating to subject matters regulated by this code, shall
be designed, constructed and maintained in accordance
with the applicable rules of this code as the rules exist
on one of the following:

(a) Pursuant to s. Comm 61.30, the date plans for the
alteration or modification are approved by the de-
partment or authorized representative.

(b) The date the local building permit is issued, if plan
submission and approval is not required under s.
Comm 61.30.

(c) The date the alteration is initiated, where parts. (a)
and (b) do not apply.

(8) Replacements. Those building systems or components
of existing buildings and structures to be replaced on or
after the effective dates of the rules under this code and
where the replacement involves a building element or
component relating to subject matters regulated by this
code shall conform and be maintained in accordance
with the applicable rules of this code as these rules exist
on either one of the following:

(a) Pursuant to s. Comm 61.30, the date plans for the
replacement are approved by the department or
authorized representative.

(b) The date the local building permit is issued, if plan
submission and approval is not required under s.
Comm 61.30.

(c) The date the replacement is initiated, where parts.
(a) and (b) do not apply.

(9) Repairs. Those portions, elements, systems or compo-
nents of existing buildings and structures repaired on or
after the effective dates of the rules under this code shall
conform and be maintained in accordance with the
standards of this code as these standards exist on one of
the following:

(a) The date plans for that portion, element, system or
component was approved by the department or au-
thorized representative.

(b) The date the local building permit was issued for
that portion, element, system or component, if
plan submission and approval was not required.

(c) The date construction was initiated for that por-
tion, element, system or component, where parts.
(a) and (b) do not apply.

(d) The date repair is initiated.

(10) Change of occupancy or use.
(a) Except as provided in par. (b), no change may be

made in the use or occupancy of any building or
structure, or any space within a building or struc-
ture, that would place the building, structure or
space either in a different division of the same group
of occupancies or in a different group of occupan-
cies, unless the building, structure or space com-
plies with this code’s requirements for the new

division or group of occupancies, as these require-
ments exist on one of the following dates:

1. Pursuant to s. Comm 61.30, the date when plans
for the change in occupancy or use are approved
by the department or authorized representative.

2. The date a local building permit is issued, if
plan submittal and approval is not required un-
der s. Comm 61.30.

3. The date construction is initiated, where subds.
1 and 2 do not apply.

(b) This subsection does not apply to a temporary use
approved under sub. (11), or to a new use that will be
less hazardous, based on life and fire risk, than an
existing use.

(11) Temporary use. A municipal fire or building code offi-
cial may allow a building or a portion of a building to be
used temporarily in a manner that differs from the ap-
proved use for the building or space, or may approve a
temporary building to be used by the public, subject to
all of the following provisions:

(a)The official shall determine the time frame within
which the temporary use is permitted, based on the
extent hazards are created by the temporary use.
This time frame may not exceed 180 days, except
the official may grant extensions for demonstrated
cause.

(b) Except as provided in par. (c), buildings or spaces
considered for temporary use shall conform to the
requirements of this code as necessary to ensure the
public safety, health and general welfare.

(c) The official may require additional safety require-
ments for a temporary use as a tradeoff for any
safety provisions that may be lacking.

(d) The official may terminate the approval for a tem-
porary use at any time and order immediate discon-
tinuance of the use or complete evacuation of the
building or space.

(12)Existing buildings and structures. Unless otherwise
specifically stated in this code, an existing building or
structure, and every element, system, or component of
an existing building or structure shall be maintained to
conform with the building code requirements that ap-
plied when the building, structure, element, system, or
component was constructed, and to conform with ch.
Comm 14 wherever applicable.

(13) International fire code.
(a) The IFC, as referenced by the codes adopted under

s. Comm 61.05, does not apply except as follows:

1. Design and construction-related requirements
shall apply that are addressed in IFC section
102.6; IFC chapters 2 to 4; IFC sections 501 to
502 and 504 to 510; IFC sections 601 to 605 and
607 to 609; IFC chapters 7 and 8; IFC sections
901.1 to 901.4.2, 901.4.4 to 909.18.9, and
909.20 to 913; and IFC chapters 10, 12 to 21, 23
to 29, 31, 32, 36, 37, and 39 to 44.
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2. Occupant loads addressed in IFC section
1003.2.2.10 shall apply but shall be established
by the owner rather than by the code official.

3. Construction-related inspections and reports
shall apply that are addressed in IFC chapters 2
to 8; IFC sections 901 to 909.18.9 and 909.20 to
913; and IFC chapters 10, 12 to 21, 23 to 29, 31,
32, 36, 37, and 39 to 44 but may be performed or
compiled by any qualified agency, rather than
by a special inspector.

4. All requirements that specify submittal and ap-
proval of either construction documents or ac-
ceptance tests and records, are applicable only
at a local level, where required by a local code
official.

5. All requirements that specify obtaining a per-
mit, are applicable only at a local level, where
required by a local ordinance.

6. Use and operation provisions shall apply which
are a contingency of design and construction-
related requirements and which are addressed
in IFC chapters 2 to 4; IFC sections 501 and 502
and 504 to 510; IFC sections 601 to 605 and 607
to 609; IFC chapters 7 and 8; IFC sections 901.1
to 901.4.2, 901.4.4 to 909.18.9, and 909.20 to
913; and IFC chapters 10, 12 to 21, 23 to 29, 31,
32, 36, 37, and 39 to 44.

(b) Where a municipality has received a written spe-
cial order from the department to use the IFC in
lieu of NFPA 1 and subch. III of Comm 14, as au-
thorized in ch. Comm 14, all of the IFC require-
ments referenced in the special order shall apply.

Note: The department and other state agencies may have other rules that may
affect the design, construction, maintenance and use of public buildings and
places of employment, including chs. Comm 5, Licenses, Certifications, and
Registrations; Comm 7, Explosive Materials; Comm 9, Manufacture of Fire-
works; Comm 10, Flammable and Combustible Liquids; Comm 14, Fire Pre-
vention; Comm 16, Electrical; Comm 18, Elevators; Comm 40, Gas Systems;
Comm 41, Boilers and Pressure Vessels; Comm 43, Anhydrous Ammonia;
Comm 45, Mechanical Refrigeration; Comm 70, Historic Buildings; and
Comm 75 to 79, Existing Buildings.

Comm 61.04 Definitions. In this code:

(1) “Authorized representative” means any certified mu-
nicipality or county as specified in s. Comm 61.70, and
any appointed agent as specified in s. Comm 61.71.

(2) “Department” means the Department of Commerce.

(3) “HVAC” means heating, ventilating, and air condition-
ing.

(4) “This code” means chs. Comm 61 to 65, which is the
Wisconsin Commercial Building Code.

Comm 61.05 Adoption of the International Codes.

(1) IBC. The International Building Code– 2000, subject
to the modifications specified in this chapter and ch.
Comm 62 is hereby incorporated by reference into this
code.

(2) IECC. The International Energy Conservation Code –
2000, subject to the modifications specified in ch. Comm
63 is hereby incorporated by reference into this code.

(3) IMC. The International Mechanical Code – 2000,
subject to the modifications specified in ch. Comm 64
is hereby incorporated by reference into this code.

(4) IFGC. The International Fuel Gas Code – 2000, sub-
ject to the modifications specified in ch. Comm 65 is
hereby incorporated by reference into this code.

(5) ICC/ANSI. The ICC/ANSI A117.1-1998, Standard for
Accessible and Usable Buildings and Facilities, subject
to the modifications specified in ch. Comm 62 is hereby
incorporated by reference into this code.

Note: A copy of the International Building Code, International Energy Con-
servation Code, International Mechanical Code, International Fuel Gas
Code, and ICC/ANSI A117.1, Standard for Accessible and Usable Buildings
and Facilities is on file in the offices of the department, the secretary of state,
and the revisor of statutes. Copies of the International Codes may be pur-
chased from the following organizations:

Building Officials and Code Administrators International, Inc., 4051
West Flossmoor Road, Country Club Hills, IL 60478-5695, (800) 214-
4321, web page www.bocai.org.

International Conference of Building Officials, 5360 Workman Mill
Road, Whittier, CA 90601-2298, (800) 284-4406, web page
www.icbo.org.

Southern Building Code Congress International, Inc., 900 Montclair
Road, Birmingham, AL 35213-1206, (877) 442-6337, web page
www.sbcci.org.

Comm 61.06 Fees. Fees for petitions for variance, product ap-
provals, notice registrations, plan examination and approvals,
and for inspections of buildings, and structures shall be submit-
ted as specified in ch. Comm 2. Fees shall be submitted at the
time the application for approval is submitted. No plan exami-
nations, approvals or inspections may be made until the fees are
received.

SUBCHAPTER II
RESPONSIBILITIES, APPEALS,

PETITIONS AND PENALTIES
Comm 61.115 Notice of intent.

(1) A notice of intent for coverage under a Wisconsin Pol-
lutant Discharge Elimination System (WPDES) Gen-
eral Permit No. WI-0067831-1 for storm water
discharges associated with construction activities as re-
quired by 40 CFR part 122 shall be filed by the land-
owner for the construction project of a public building
or a building that is a place of employment disturbing
5 or more acres of land. A construction site soil erosion
control plan and storm water management plan shall be
prepared in accordance with good engineering prac-
tices and the design criteria, standards and specifica-
tions outlined in the Wisconsin Construction Site Best
Management Practices Handbook published by the
Department of Natural Resources (WDNR Pub. WR-
222 November 1993 Revision).

Note: Copies of the Wisconsin Construction Best Management Practice Hand-
book are available through the Wisconsin Department of Administration, Doc-
ument Sales, 202 S. Thornton Ave., Madison, WI 53707.

(a) Prior to filing a notice of intent, a site-specific
soil erosion control plan and storm water man-
agement plan shall be prepared in accordance
with ss. NR 216.46 and 216.47, respectively. If
the soil erosion control plan or actions required
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by the plan fail to control the construction site
soil erosion, the plan shall be amended or other
actions taken to control construction site soil ero-
sion.

(b) The landowner shall implement the soil erosion
control plan throughout the construction period.
Soil erosion control measures shall be installed
and maintained at the construction site until the
construction site is stabilized and a notice of ter-
mination is filed with the department stating that
the site has undergone final site stabilization in
accordance with s. NR 216.55.

(c) The landowner shall meet the reporting and mon-
itoring requirements in s. NR 216.48.

(d) The department may inspect and enforce the pro-
visions of this section in the event of violations.
Additional information requested by the depart-
ment to ascertain compliance with this section
shall be submitted within the time period speci-
fied by the department.

(e) If the Department of Natural Resources deter-
mines the construction site to be a significant
source of storm water pollution, the Department
of Natural Resources may require the site to be
covered by an individual WPDES storm water
discharge permit.

Note: An industrial construction site covered by this section may also require
an Industrial Storm Water Discharge Permit issued by the Department of Natu-
ral Resources as provided in subch. II of ch. NR 216.

(2) A notice of intent shall be filed either with the depart-
ment or with certified municipalities and counties au-
thorized to review plans and perform inspections under
s. Comm 61.70. Municipalities and counties shall file a
copy of the notice of intent with the department. The
notice of intent shall be filed on form 3400-161 pub-
lished by the Department of Natural Resources.

Note: Copies of form 3400-161 may be obtained from the department or the
Department of Natural Resources.

(3) The notice of intent form shall be completed in accor-
dance with the instructions and filed at least 14 working
days prior to commencement of construction.

(4) The department shall provide a summary of the notice
of intent information collected to the Department of
Natural Resources.

(5) A landowner filing a notice of intent under this section
shall be exempt from the Department of Natural Re-
sources’ $200 fee associated with filing form 3400-
161.

Comm 61.20 Responsibilities.

(1) Owner. Compliance with this code does not relieve the
owner of a public building or place of employment
from compliance with the administrative rules estab-
lished by other state jurisdictions.

Note: Pursuant to s. 101.11 (2) (a), Stats., no employer or owner, or other per-
son shall hereafter construct or occupy or maintain any place of employment,
or public building, that is not safe, nor prepare plans which shall fail to provide
for making the same safe.

Note: Section 101.12 (3) (h), Stats., prohibits local issuance of permits or li-
censes for construction or use of public buildings or places of employment until

required drawings and calculations have been examined and approved by the
department.

Note: Section 145.195 (1), Stats., prohibits local issuance of a building permit
for construction of any structure requiring connection to a private domestic
sewage treatment and disposal system unless a system satisfying all applicable
regulations already exists to serve the proposed structure or all permits neces-
sary to install such a system have been obtained.

(2) Design.
(a) Pursuant to ch. 443, Stats., a public building,

structure or place of employment shall be de-
signed by an architect or an engineer, except as
provided under ss. 443.14 and 443.15, Stats.

(b) Pursuant to ch. 443, Stats., a component or a sys-
tem, including an electrical system, a fire protec-
tion system, a heating ventilating and air-
conditioning system, or a plumbing system, for a
public building, structure or place of employment
shall be designed by an architect, engineer or a de-
signer of engineering systems, except as provided
under ss. 443.14 and 443.15, Stats.

Note: Sections 443.14 and 443.15 read:

443.14 Exempt persons. The following persons, while practicing within the
scope of their respective exemptions, shall be exempt from this chapter:

(1) An employee of a person holding a certificate of registration in this
state who is engaged in the practice of architecture or professional en-
gineering and an employee of a person temporarily exempted from
registration, if the practice does not include responsible charge of ar-
chitecture or professional engineering practice.

(2) Officers and employees of the federal government while engaged
within this state in the practice of architecture, landscape architecture
or professional engineering for the federal government.

(3) A public service company and its regular employees acting in its behalf
where the professional engineering services rendered are in connection
with its facilities which are subject to regulation, supervision and con-
trol by a commission of this state or of the federal government.

(4) Any person who practices architecture or professional engineering,
exclusively as a regular employee of a private company or corpora-
tion, by rendering to the company or corporation architectural or pro-
fessional engineering services in connection with its operations, so
long as the person is thus actually and exclusively employed and no
longer, if the company or corporation has at least one architect or pro-
fessional engineer who is registered under this chapter in responsible
charge of the company’s or corporation’s architectural or profes-
sional engineering work in this state.

(5) A person engaged in the manufacture of a product or unit, including
laboratory research affiliates of the person, where the services per-
formed are the design, assembly, manufacture, sale or installation of
that product or unit. “Product or unit” does not include any building.

(6) Notwithstanding any other provision of this chapter, contractors, sub-
contractors or construction material or equipment suppliers are not
required to register under this chapter to perform or undertake those
activities which historically and customarily have been performed by
them in their respective trades and specialties, including, but not lim-
ited to, the preparation and use of drawings, specifications or layouts
within a construction firm or in construction operations, superintend-
ing of construction, installation and alteration of equipment, cost esti-
mating, consultation with architects, professional engineers or
owners concerning materials, equipment, methods and techniques,
and investigations or consultation with respect to construction sites,
provided all such activities are performed solely with respect to the
performance of their work on buildings or with respect to supplies or
materials furnished by them for buildings or structures or their appur-
tenances which are, or which are to be, erected, enlarged or materially
altered in accordance with plans and specifications prepared by archi-
tects or professional engineers, or by persons exempt under subs. (1)
to (5) while practicing within the scope of their exemption.

(7) This chapter does not require manufacturers or their material or
equipment suppliers to register under this chapter in order to enable
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them to perform engineering in the design, assembly, manufacture,
sale or installation of their respective products.

(8) The following persons doing surveying work are exempt from the
provisions of this chapter:

(a) An employee of a land surveyor registered in this state or autho-
rized to practice under a permit, while working under the super-
vision of the employer. Such exempt employee shall not be in
responsible charge of land surveying.

(b) Officers and employees of the federal government while en-
gaged in land surveying for the federal government.

(c) Employees of this state while engaged in land surveying for the
state.

(d) Employees of public utilities regulated by the public service
commission in land surveying for such utilities.

(9) A license shall not be required for an owner to survey his or her own
land for purposes other than for sale.

(10) Any person employed by a county or this state who is engaged in the
planning, design, installation or regulation of land and water conser-
vation activities under ch. 92 or s. 281.65 and who is certified under s.
92.18.

(11) Any land surveyor registered under s. 443.06 who is engaged in the
planning, design, installation or regulation of land and water conser-
vation activities under ch. 92 or s. 281.65.

(12) A well driller, as defined in s. 280.01 (7), who is engaged in well drill-
ing, as defined in s. 280.01 (8).

(13) A professional engineer who, while engaged in the practice of profes-
sional engineering in accordance with this chapter, collects, investi-
gates, interprets or evaluates data relating to soil, rock, groundwater,
surface water, gases or other earth conditions, or uses that data for
analysis, consultation, planning, design or construction.

(14) A person who, while engaged in the practice of professional geology,
hydrology or soil science as defined in s. 470.01 (2), (3) or (4), prac-
tices professional engineering, if the acts that involve the practice of
professional engineering are also part of the practice of professional
geology, hydrology or soil science.

443.15 Exempt buildings.

(1) Nothing in this chapter prevents any person from advertising and per-
forming services, including consultation, investigation, evaluation, in
connection with and making plans and specifications for, or supervising
the erection, enlargement or alterations of any of the following buildings:

(a) Dwellings for single families, and outbuildings in connection
with single-family dwellings, including, but not limited to,
barns and private garages.

(b) Apartment buildings used exclusively as the residence of not
more than two families.

(c) Buildings used exclusively for agricultural purposes.

(d) Temporary buildings or sheds used exclusively for construction
purposes, not exceeding two stories in height, and not used for
living quarters.

(2) Nothing in this chapter prevents any person, firm or corporation from
making plans and specifications for or supervising the erection, en-
largement or alteration of any new building containing less than 50,000
cubic feet total volume or addition to a building which by reason of such
addition results in a building containing less than 50,000 cubic feet total
volume or structural alteration to a building containing less than 50,000
cubic feet total volume. Nothing in this chapter prevents any person,
firm or corporation from making repairs or interior alterations to build-
ings which do not affect health or safety.

(3) Any multiple-family building having a common roof and party walls
shall be deemed a single building for purposes of this section.

(4) This section does not apply to inspection and service work done by em-
ployees of insurance rating bureaus, insurance service bureaus, insur-
ance companies or insurance agents.

Comm 61.21 Appeals.

(1) Appeal of department order. Pursuant to s. 101.02 (6)
(e), Stats., any person who owns or occupies a property
that is affected by an order of the department may peti-

tion the department for a hearing on the reasonableness
of the order.

(2) Appeal of local order. Pursuant to s. 101.02 (7) (b),
Stats., any person affected by a local order that is in
conflict with an order of the department may petition
the department for a hearing.

Note: Section 101.01 (8), Stats., defines “local order” as any ordinance, order,
rule or determination of any common council, board of alderpersons, board of
trustees or the village board, of any village or city, or the board of health of any
municipality, or an order or direction of any official of such municipality, upon
any matter over which the department has jurisdiction.

Section 101.02 (7) (c) reads: “Upon receipt of such petition the department
shall order a hearing thereon, to consider and determine the issues raised by
such appeal, such hearing to be held in the village, city or municipality where
the local order appealed from was made. Notice of the time and place of such
hearing shall be given to the petitioner and such other persons as the depart-
ment may find directly interested in such decision, including the clerk of the
municipality or town from which such appeal comes. If upon such investiga-
tion it shall be found that the local order appealed from is unreasonable and in
conflict with the order of the department, the department may modify its order
and shall substitute for the local order appealed from such order as shall be rea-
sonable and legal in the premises, and thereafter the said local order shall, in
such particulars, be void and of no effect.”

(3) Contested case hearing. In addition to any other right
provided by law, any interested person may file a writ-
ten request for a contested case hearing, as specified in
s. 227.42, Stats.

(4) Petition of administrative rule. Pursuant to s. 227.12,
Stats., any municipality, corporation or any 5 or more
persons having an interest in an administrative rule may
petition the department requesting the adoption,
amendment or repeal of the rule.

Comm 61.22 Petition for variance. The department shall con-
sider and may grant a variance to a provision of this code in ac-
cordance with ch. Comm 3. The petition for variance shall
include, where applicable, a position statement from the fire
department having jurisdiction.
Note: Chapter Comm 3 requires the submittal of a petition for variance form
(SBD-9890) and a fee, and that an equivalency is established in the petition for
variance which meets the intent of the rule being petitioned. Chapter Comm 3
also requires the department to process regular petitions within 30 business
days and priority petitions within 10 business days.

Note: The department forms required in this chapter are available from the
Safety and Buildings Division at P.O. Box 7162, Madison, WI 53707-7162, or
at telephone (608) 266-3151 and (608) 264-8777 (TTY), or at the Safety and
Buildings’ web site at www.commerce.state.wi.us.

Comm 61.23 Penalties. Penalties for violations shall be as-
sessed in accordance with ss. 101.02 (12) and (13) (a), and
101.978, Stats.
Note: Section 101.02 (13) (a), Stats., indicates penalties will be assessed against
any employer, employee, owner or other person who fails or refuses to perform any
duty lawfully enjoined, within the time prescribed by the department, for which no
penalty has been specifically provided, or who fails, neglects or refuses to comply
with any lawful order made by the department, or any judgment or decree made by
any court in connection with ss. 101.01 to 101.25. For each such violation, failure
or refusal, such employee, owner or other person must forfeit and pay into the state
treasury a sum not less than $10 nor more than $100 for each violation.

Note: Section 101.02 (12), Stats., indicates that every day during which any
person, persons, corporation or any officer, agent or employee thereof, fails to
observe and comply with an order of the department will constitute a separate
and distinct violation of such order.

Note: Section 101.978, Stats., reads, “Any person who violates this subchapter
or any rules promulgated under this subchapter shall forfeit not less than $25
nor more than $500 for each offense. Each day of continued violation consti-
tutes a separate offense.”
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SUBCHAPTER III
PLAN REVIEW

Comm 61.30 Plan review and approval.

(1) Types of buildings.
(a) Except as provided in par. (b), the construction of,

the alteration of or the addition to a public building
or a place of employment may not commence un-
less plans for the project have been submitted to
and approved by department or its authorized rep-
resentative in accordance with s. Comm 61.31.

(b) 1. Plans for the types of public buildings and
places of employment and components thereof
delineated in Table 61.30-1 do not need to be sub-
mitted and approved by the department or autho-
rized representative.

Note: The exemption under par. (b) for not having to submit and obtain prior
approval from the department for specific building projects does not waive the
obligation for these type of projects to conform to the standards of this code.

Note: The exemption under par. (b) for not having to submit and obtain prior
approval from the department for specific building projects does not prohibit a
municipality from requiring the submission, review and approval of plans by
the municipality nor does it supercede the necessity of obtaining local building
permits prior to the commencement of the project.

Table 61.30-1
Buildings Exempt from Plan Review

Building Type or Occupancy Building Description

Assembly Group A-2

Containing less than
25,000 cubic feet in
volume

Business Group B

Factory Group F

Mercantile Group M

Storage Group S

Utility and Miscellaneous Group U

2. Plans for the types of public buildings and
places of employment and components thereof
delineated in Table 61.30-2 do not need to be sub-
mitted and approved by the department or autho-
rized representative provided all of the following
conditions are met:

a. The building or the component thereof is de-
signed by a registered individual under ch.
443, Stats.

b. The project is supervised by an individual in
accordance with s. Comm 61.50.

3. a. Where the exemption in subd. 2. is elected, a
notice shall be filed with the department or its au-
thorized representative prior to commencement of
the project, that identifies the building location, the
name and address of the building owner, and the
name and Wisconsin registration number for the
designer and supervising professional.

b. Where the exemption in subd. 2. is elected, the
architect, engineer, designer, or owner shall keep
at the building site one set of construction docu-
ments for the project. The construction documents
shall be open to inspection by the department, its
authorized representative or the municipality.

Table 61.30-2
Buildings Exempt from Plan Review if Registered

Building Type or Occupancy Building Description

Assembly Group A-2

Containing 25,000 to
less than 50,000 cubic
feet in volume

Business Group B

Factory Group F

Mercantile Group M

Storage Group S

Utility and Miscellaneous Group U

Assembly Group A-1, A-3, A-4, A-5
Containing less than
25,000 cubic feet in
volume

Educational Group E

High Hazard Group H

Residential Group R

(2) Types of structures. Plans for all of the following types
of structures shall be submitted and approved by the de-
partment or authorized representative prior to com-
mencement of the project:

(a) Assembly seating facilities to be located within a
public building or place of employment.

(b) Assembly seating facilities more than 5 rows in
height and not located within a public building or
place of employment.

(c) Public mausoleum structures.
Note: Section 157.061 (9), Stats., reads as follows: “ ‘Mausoleum’ means a
building, structure or part of a building or structure that is used or intended to be
used for the burial of human remains.”

(3) Types of building components. If the construction of,
the alteration of or the addition to a public building or a
place of employment involves a type of building com-
ponent or system delineated in Table 61.30-3, the plans
under sub. (1) (a) shall include, or separate plans for the
component or system, shall be submitted and approved
by the department or authorized representative prior to
installation of the component.

Comm 61.31 Plans.

(1) Signing and sealing.
(a) Except as provided in par. (b), construction docu-

ments submitted to the department or its autho-
rized representative for review shall be prepared,
signed and sealed in accordance with ch. 443,
Stats., and s. A-E 2.02.

(b) Sprinkler construction documents that are re-
quired by s. Comm 61.34 (1) to be at an installa-
tion site shall comply with one of the following:

1. Be signed and sealed in accordance with s. A-
E 2.02 by an architect, engineer or fire protec-
tion systems designer who is registered by the
department of regulation and licensing.

2. Be signed, including license number, and
dated by an automatic fire sprinkler contrac-
tor who is responsible for the installation of
the sprinklers and who is licensed by the de-
partment of commerce.

Note: Pursuant to s. A-E 2.02 (4) and (5) read:
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“A-E 2.02 (4) Each sheet of plans, drawings, documents, specifications and re-
ports for architectural, landscape architectural, professional geological, pro-
fessional engineering, design or land surveying practice shall be signed, sealed
and dated by the registrant or permit holder who prepared, or directed and con-
trolled preparation of , the written material, except as specified in sub. (5).

“(5) If more than one sheet is bound together in a volume, the registrant or per-
mit holder who prepared or directed and controlled the preparation of the vol-
ume, may sign, seal and date only the title or index sheet if the signed sheet
identifies clearly all other sheets comprising the bound volume and if any other
sheets which are prepared by or under the direction and control of another reg-
istrant or permit holder are signed, sealed and dated by the other registrant or
permit holder.”

Table 61.30-3
Building Components and Systems

Building Component or System Building Type or Occupancy

Premanufactured and pre-
engineered structural
components

Public buildings or places of
employment

Heating, ventilating and air-
conditioning system

Public buildings or places of
employment

Fire protection system

Atria public building or places of
employment

Public buildings exceeding 60 feet
in height

Educational Group E

Institutional Group I-1, I-3

Mercantile Group M buildings that
combine retail areas with rack
storage and have floor areas
exceeding 50,000 square feet

Residential Group R-1

State-owned buildings except
hospitals and nursing homes

(2) Contents and information.
(a) 1. Construction documents submitted to the de-

partment or its authorized representative for re-
view shall be dimensioned and drawn to scale.

2. The scale used for the construction documents
shall be indicated on the documents.

(b) 1. Except as provided in subd. 2., at least four sets of
construction documents shall be submitted to the
department or authorized representative for review.

2. At least one set of construction specifications
shall be submitted to the department or authorized
representative for review.

(c) All construction documents submitted to the de-
partment or authorized representative for review
shall be permanent copies of the original docu-
ments and the copies shall be bound into sets in a
manner that enables the documents to be reviewed
without removing the binding.

(d) Construction documents submitted to the depart-
ment or its authorized representative for review shall
be of sufficient clarity, character and detail to show
how the proposed design will conform to this code.

(e) 1. Construction documents shall be accompanied
by sufficient calculations or information to sub-
stantiate that the documents conform to this code.

2. When requested by the department or its autho-
rized representative, additional data pertaining to
the design, construction, materials and equipment
shall be submitted to the department or the autho-
rized representative to substantiate conformance
to this code.

(3) Application for approval.
(a) A plan approval application form shall be in-

cluded with the construction documents and infor-
mation submitted to the department for
examination and approval. Pursuant to s. Comm
2.07 (3), the department shall review and make a
determination on an application for plan review
within 15 business days of receipt of the applica-
tion and all forms, fees, construction documents
and information required to complete the review.

Note: The department forms required in this chapter are available from the
Safety and Buildings Division at P.O. Box 7162, Madison, WI 53707-
7162, or at telephone (608) 266-3151 and (608) 264-8777 (TTY), or at the
Safety and Buildings’ web site at www.commerce.state.wi.us.

Note: Also refer to the Safety and Buildings Division’s Commercial Build-
ing Code Submittal Guide (SBD-8927-P) for forms and other helpful infor-
mation on how to successfully submit plans for approval.

(b) If, upon examination, the department deter-
mines that the construction documents or ap-
plication for approval do not substantially
conform to this code, the application for condi-
tional approval will be denied, in writing.

(c) If, upon examination, the department determines
that the construction documents and the applica-
tion for approval substantially conform to this
code, a conditional approval, in writing, will be
granted and the plans wil l be stamped
condtionally approved. All conditions stated in
the conditional approval shall be complied with
before or during construction.

Note: The plan examination and approval by the department does not consti-
tute an approval to proceed with construction prior to obtaining any permits or
approvals that are required by a local unit of government.

(4) Revisions to approved plans.
(a) 1. All proposed revisions and modifications which

involve rules under this code and which are made
to construction documents that have previously
been granted approval by the department or its au-
thorized representative, shall be submitted for re-
view to the office that granted the approval.

2. All revisions and modifications to the plans shall
be approved in writing by the department or its au-
thorized representative prior to the work involved
in the revision or modification being carried out.

(b) A revision or modification to a plan, drawing or
specification shall be signed and sealed in accor-
dance with s. Comm 61.31 (1).

Comm 61.32 Permission to start construction.

(1) A building owner may request and the department or its
authorized representative may grant permission to start
construction for the footings and foundations upon sub-
mission of construction documents under s. Comm 61.31.
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(2) A building owner who has been granted permission to
start construction of the footings and foundations may
proceed at the owner’s own risk without assurance that
a conditional approval for the building will be granted.

(3) The department shall review and make a determination
on an application for permission to start construction of
the footings and foundations within 3 business days of
receipt of the application and all forms, fees, construc-
tion documents and information required to complete
the review.

Comm 61.33 Evidence of plan approval. Where plan ap-
proval is required by this code, one set of plans bearing the
stamp of conditional approval and a copy of the specifications
shall be kept at the building site. The plans and specifications
shall be open to inspection by the department or its authorized
representative.

Comm 61.34 Sprinkler documents.

(1) Plans.
(a) 1. Except as provided in subd. 2. or when fire pro-

tection systems are required to be submitted under
s. Comm 61.30, where automatic fire sprinkler
systems are to be installed or altered, sprinkler
construction documents shall be present at the job
site and made available, upon request, to the de-
partment, its authorized representative or local
governmental agency exercising jurisdiction.

2. a. When a project involves the alteration or ad-
dition of 20 or fewer sprinkler heads to an existing
automatic fire sprinkler system, sprinkler con-
struction documents shall not be required to be
present at the job site or made available, unless re-
quired by local ordinance.

b. When sprinkler plans and specifications are not
provided for a project involving the alteration or ad-
dition of 20 or fewer sprinkler heads to an existing
automatic fire sprinkler system, the automatic fire
sprinkler contractor responsible for the work shall
provide a written description of the type and scope
of the work. The description shall be included with
the material and test certificate, if required. The de-
scription shall be made available, upon request, to
the department, its authorized representative or lo-
cal governmental agency exercising jurisdiction.

(b) Where automatic fire sprinkler plans are required by
local ordinance to be reviewed and approved by a lo-
cal governmental agency, the sprinkler plans at the
installation site shall bear evidence of that approval.

(2) Contractor’s material and test certificates.
(a) Where automatic fire sprinkler systems have been

installed or altered, completed contractor’s mate-
rial and test certificates shall be made available,
upon request, to the department, its authorized
representative or local governmental agency exer-
cising jurisdiction.

(b) A sprinkler material and test certificate shall pro-
vide at least the information as enumerated in ap-
propriate NFPA standard, NFPA 13 or NFPA 13R.

Comm 61.35 Revocation of approval. The department may re-
voke any approval, issued under this code, for any false statements
or misrepresentation of facts on which the approval was based.

Comm 61.36 Expiration of plan approval and extension of
plan approval.

(1) Expiration of plan approval.
(a) Building shell. Except as provided in par. (f), plan

approval by the department or its authorized repre-
sentative for new buildings and building additions
shall expire 2 years after the approval date indi-
cated on the approved building plans if the build-
ing shell is not closed in within those 2 years.

(b) Occupancy. Except as provided in sub. (2), plan
approval by the department or its authorized repre-
sentative for new buildings and building additions
shall expire 3 years after the approval date indicated
on the approved building plans if the building is not
ready for occupancy within those 3 years.

(c) Alterations. Except as provided in sub. (2), plan
approval by the department or its authorized repre-
sentative for interior building alterations shall ex-
pire 1 year after the approval date indicated on the
approved building plans if the alteration work is
not completed within that year.

(d) HVAC construction only. Except as provided in
sub. (2), plan approval by the department or its au-
thorized representative for heating, ventilating, or
air conditioning construction that does not include
any associated building construction shall expire
one year after the approval date indicated on the
approved plans if the building or building area af-
fected by the plans is not ready for occupancy
within that year.

(e) Fire protection systems only. Except as provided
in sub. (2), plan approval by the department or its
authorized representative for a fire protection sys-
tem that does not include any associated building
construction shall expire 2 years after the approval
date indicated on the approved plans if the build-
ing or building area affected by the plans is not
ready for occupancy within those 2 years.

(f) Mausoleums. Plan approval by the department or
its authorized representative for mausoleums
within the scope of s. 440.92 (2) (e), Stats., shall
expire 3 years after the date indicated on the ap-
proved building plans of the building shell if not
closed within those 3 years.

(2) Extension of plan approval. Upon request and pay-
ment of the fee specified in ch. Comm 2, the expiration
dates in sub. (1) (b) to (f) shall be extended for one 1-
year period provided the request is submitted prior to
expiration of the original approval.

Note: According to s. 66.0413, Stats., the local governmental body or building
inspector may order the razing of buildings or portions thereof, where there has
been a cessation of normal construction for more than 2 years.

Comm 61.37 Department limitation. A conditional approval
of a plan by the department may not be construed as an assump-
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tion of any responsibility on the part of the department for the
design or construction of the project.

Comm 61.38 Construction documents for fire apparatus
access. Where required by a fire department, construction doc-
uments for proposed fire apparatus access, location of fire lanes
and construction documents and hydraulic calculations for fire
hydrant systems shall be submitted to the fire department for re-
view and approval prior to construction.

SUBCHAPTER IV
MULTIFAMILY BUILDING PERMITS

Comm 61.40 Wisconsin uniform multifamily building permit.

(1) General. A building owner or authorized agent shall
obtain a Wisconsin uniform multifamily building per-
mit from the municipality administering and enforcing
this code before any on-site construction of a multifam-
ily dwelling is commenced, including excavation for a
building, except where a permit to start construction
has been issued under s. Comm 61.32

(2) Sanitary permit. Pursuant to s. 66.036, Stats., if the pro-
posed construction requires connection to a private on-site
wastewater treatment system, a Wisconsin uniform multi-
family building permit may not be issued unless confor-
mance to s. Comm 83.25 (2) has first been determined.

(3) Application for a Wisconsin uniform multifamily
building permit. Application for a Wisconsin uniform
multifamily building permit shall be on a form obtained
from the department or on a form obtained from the mu-
nicipality administering and enforcing this code. Forms
provided by the municipality shall include all the infor-
mation prescribed by the department. No application
may be accepted that does not contain all the informa-
tion requested on the form.

Note: The department forms required in this chapter are available from the
Safety and Buildings Division at P.O. Box 7162, Madison, WI 53707-7162, or
at telephone 608/266-3151 and 608/264-8777 (TTY), or at the Safety and
Buildings’ web site at www.commerce.state.wi.us.

Note: Section 101.973 (5) requires the department to collect and publish data
secured from multifamily building permits.

Note: Any municipality exercising jurisdiction may require reasonable supple-
mentary information not contained on the Wisconsin multifamily building per-
mit application.

(4) Filing of a Wisconsin uniform multifamily building
permit application. A Wisconsin uniform multifamily
building permit application shall be filed with a munici-
pality administering and enforcing this code under ss.
Comm 61.60 or 61.61 or with a representative that the
municipality has authorized to receive the application.

(5) Permit fees. The municipality shall by ordinance deter-
mine fees to cover expenses for issuance of the Wiscon-
sin uniform multifamily building permit. Fees shall be
submitted to the municipality when a Wisconsin uniform
multifamily building permit application is filed there.

(6) Issuance of permits. A Wisconsin uniform multifam-
ily building permit shall be issued if the department and
municipal requirements for filing and fees are satisfied
and the plans have been conditionally approved. The
municipality may require a building permit card to be

posted in a conspicuous place at the dwelling site. The
permit shall expire 2 years after issuance if the dwelling
exterior has not been completed, unless the permit has
been extended by the municipality or the department
for a period of up to 2 years. A municipality issuing the
permit shall either send a copy of the application to the
department or tally and transfer the data to the depart-
ment in either written or electronic-based format.

(7) Action to approve or deny. Action to approve or deny
a uniform multifamily building permit application shall
be completed within 15 business days of receipt of all
forms, fees, plans, and documents required to process
the application. Denied applications shall include a
written statement specifying the reasons for denial.

(8) Suspension or revocation of permit. The department
or the municipality administering and enforcing this
chapter may suspend or revoke any Wisconsin uniform
multifamily building permit if it appears that the permit
or plan approval was obtained through fraud or deceit,
where the applicant has willfully refused to correct a vi-
olation order issued under s. Comm 61.51, or where the
inspector is denied access to the premises. No construc-
tion may take place on a multifamily dwelling after sus-
pension or revocation of a permit.

SUBCHAPTER V
SUPERVISION AND INSPECTIONS

Comm 61.50 Supervision.

(1) General.
(a) Except as provided in par. (b), the proposed con-

struction of a project within the scope of this code
shall be supervised by a Wisconsin-registered archi-
tect or engineer, except that a Wisconsin-registered
designer may supervise the installation of heating,
ventilating and air-conditioning systems, fire protec-
tion systems and illumination systems. The person
responsible for supervision shall also be responsible
for the construction and installation being in sub-
stantial compliance with the approved plans and
specifications. If the supervising architect, engineer
or designer is confronted with noncompliance with
the code during or at the end of construction, that
party, together with the designing architect, engineer
or designer shall effect compliance or shall notify the
department of the noncompliance.

(b) 1. Except as provided in s. Comm 61.30 (1) (b) 2. b.,
a project does not require supervision by a Wiscon-
sin-registered architect or engineer, if the project
qualifies under one of the following conditions:

a. The building contains less than 50,000 cubic
feet total volume.

b. An addition to an existing building does not
cause the entire building to contain or ex-
ceed a volume of 50,000 cubic feet.

2. For the purposes of this paragraph, the utiliza-
tion of fire walls to divide up a building does not
create separate buildings.
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(2) Duties. Supervision of construction is a professional ser-
vice (as distinguished from superintending of construc-
tion by a contractor), and means the performance, or the
supervision thereof, of reasonable on-the-site observa-
tions to determine that the construction is in substantial
compliance with the approved plans and specifications.

(3) Name of supervising architect, engineer or designer.
Prior to the start of construction, the owner of the building
or structure shall designate in writing to the authority that
issued plan approval the name and Wisconsin registration
number of the architect, engineer or designer retained to
supervise construction of the building or structure.

(4) Compliance statement. Prior to initial occupancy of a
new building or addition, and prior to final occupancy
of an alteration of an existing building, the supervising
architect, engineer or designer shall file a written state-
ment with the authority that issued plan approval certi-
fying that, to the best of his or her knowledge and belief,
construction of the portion to be occupied has been per-
formed in substantial compliance with the approved
plans and specifications. This statement shall be pro-
vided on a form prescribed by the department.

Note: The department forms required in this chapter are available from the
Safety and Buildings Division at P.O. Box 7162, Madison, WI 53707-7162, or
at telephone (608) 266-3151 and (608) 264-8777 (TTY), or at the Safety and
Buildings’ web site at www.commerce.state.wi.us.

Comm 61.51 Inspections.

(1) On-site. On-site inspections shall be conducted by an
authorized representative of the department to deter-
mine whether or not the construction or installations
conform to the conditionally approved plans, the condi-
tional approval letter, and this code.

(2) In-plant.
(a) General. Manufacturers of manufactured build-

ings shall contract with the department or an inde-
pendent inspection agency to conduct in-plant
inspections to ensure that the manufactured build-
ings are in compliance with the plans approved by
the department. All inspections shall be performed
by a certified commercial building inspector.

(b) Wisconsin insignia for manufactured buildings.
Pursuant to s. 101.75, Stats., a Wisconsin insignia
shall be installed on a manufactured dwelling unit
approved by the department and inspected at the
manufacturing plant. Each Wisconsin insignia shall
be assigned and affixed to a specific manufactured
multifamily dwelling, in the manner approved by the
department, before the dwelling is shipped from the
manufacturing plant. The serial number shall be lo-
cated on the manufacturer’s data plate.

(c) Manufacturer’s responsibilities.
1. ‘Insignia records.’ The manufacturer shall

keep permanent records regarding the han-
dling of all Wisconsin insignias indicating the
number of Wisconsin insignias which have
been affixed to manufactured buildings, build-
ing components, or groups of components;
which Wisconsin insignias have been applied

to which manufactured building or building
component; and the disposition of any dam-
aged or rejected Wisconsin insignias. The re-
cords shall be maintained by the manufacturer
or by the independent inspection agency for at
least 10 years. A copy of the records shall be
sent to the department upon request.

2. ‘Lost or damaged insignia.’

a. If Wisconsin insignias become lost or
damaged, the department shall be no-
tified immediately in writing by the
manufacturer or dealer.

b. If a Wisconsin insignia becomes dam-
aged, the insignia shall be returned to
the department with the fee specified in
ch. Comm 2 to obtain a new insignia.

(d) Insignia suspension and revocation.
1. The department may suspend or revoke its ap-

proval if it determines that the standards for the
construction or manufacture and installation of
a manufactured building do not meet this code,
or if such standards are not being enforced as re-
quired by this chapter.

2. Upon suspension or revocation of the approval,
no further insignias may be attached to any
manufactured building or type of manufactured
building with respect to which the approval was
suspended or revoked.

3. Upon suspension or revocation of the approval,
all insignias allocated to the manufacturer shall
be returned to the department no later than 30
days from the effective date of the suspension or
revocation.

(3) Public mausoleum. Within 30 days after receiving
written notice from a cemetery authority that the con-
struction or conversion of a public mausoleum has been
completed, the department or authorized representative
shall inspect the public mausoleum and provide written
notification of violations. Except as provided in s.
157.12 (2) (b), Stats., public mausoleum spaces may
not be sold prior to approval by the department or its au-
thorized representative.

Note: Sale of public mausoleum spaces is permitted prior to departmental approval
in accordance with the requirements of the department of regulation and licensing.

SUBCHAPTER VI
PRODUCT AND STANDARD
REVIEW AND APPROVAL

Comm 61.60 Building product approvals.

(1) Voluntary approval.
(a) Materials, equipment and products regulated by

this code may receive a written approval from the
department indicating code compliance.

(b) 1. Approval of materials, equipment, and products
shall be based on sufficient data, tests and other
evidence that prove the material, equipment or
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product is in compliance with the standards speci-
fied in this code.

2. Tests, compilation of data, and calculations shall
be conducted by a qualified, independent third party.

(2) Alternate approval.
(a) Materials, equipment, and products that meet the

intent of this code and which are not approved un-
der sub. (1) shall be permitted if approved in writ-
ing by the department.

(b) 1. Approval of materials, equipment, and products
shall be based on sufficient data, tests and other
evidence that prove the material, equipment or
product meets the intent of the standards specified
in this code.

2. Tests, compilation of data, and calculations shall
be conducted by a qualified, independent third party.

(3) Experimental approval.
(a) The department may allow use of an experimental

material, equipment or product for the purpose of
proving compliance with the intent of this code.

(b) The department may require the submission of
any information deemed necessary for review.

(c) The department may limit the number of applica-
tions it will accept for approval of experimental
materials, equipment or products.

(d) Installations of a material, equipment or product
under an experimental approval shall comply with
all of the following:

1. Plans detailing the installation for each project
where the experimental material, equipment or
product is to be used shall be submitted to the
department inaccordancewiths.Comm61.31.

2. A copy of the experimental approval shall be
attached to the submitted plans and approved
plans.

3. a. A letter of consent from the owner of the
project shall be attached to the submitted
plans and approved plans.

b. The letter shall acknowledge that the
owner has received and read a copy of the ex-
perimental approval and is in compliance
with all conditions of the approval.

4. If a supervising professional is not required
for the project by s. Comm 61.50, a person
responsible for construction of the project
shall be designated in writing by the owner.

5. The supervising professional or person des-
ignated as responsible for the construction of
the project shall, upon completion of con-
struction, certify in writing to the depart-
ment that the installation is in compliance
with the experimental approval, approved
plans, specifications and data.

(e) 1. Any on-site inspections shall be performed by
the department, or other person approved by the

department, at time intervals as specified by the
department, but not less than once a year. An in-
spection report shall be written.

2. The department may assess a fee for each in-
spection.

(f) Five years and 6 months after the date of the com-
pleted installation, the department shall order the
removal of the experimental material, equipment
or product, or issue an approval for the material,
equipment or product.

(g) Paragraphs (e) and (f) do not apply to an experi-
mental system if this code is revised to include or
enable the experimental system to conform to the
intent of this code.

(4) Review, approval and revocation processes.
(a) 1. Upon receipt of a fee and a written request, the

department may issue an approval for a material,
equipment or product.

2. The department shall review and make a deter-
mination on an application for approval after re-
ceipt of all forms, fees, plans and information
required to complete the review.

3. For voluntary and alternate approvals, a deter-
mination shall be made within 40 business days of
receipt of all required materials.

4. For an experimental approval, the determina-
tion shall be made within 6 months of receipt of all
required materials.

(b) 1. The department may include specific condi-
tions in issuing an approval, including an expira-
tion date for the approval.

2. Violations of the conditions under which an ap-
proval is issued shall constitute a violation of this
code.

(c) If the department determines that the material,
equipment or product does not comply with this
code or the intent of this code, or that an experi-
mental approval will not be issued, the request for
approval shall be denied in writing.

(d) If an approved material, equipment or product is
modified, the approval shall be considered null
and void, unless the material, equipment or prod-
uct is resubmitted to the department for review
and approval is granted.

(e) 1. The department may revoke or deny an approval
for any false statements or misrepresentations of
relevant facts or data, unacceptability of a third
party that provided any information on which the
approval was based, or as a result of material,
equipment or product failure.

2. The department may reexamine an approved
material, equipment or product and issue a revised
approval at any time.

(f) The department may revoke an approval if the de-
partment determines that the material, equipment
or product does not comply with either this code or
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the intent of this code due to a change in the code
or department interpretation of the code.

(g) An approval issued by the department may not be
construed as an assumption of any responsibility
for defects in design, construction or performance
of the approved material, equipment or product
nor for any damages that may result.

(h) Fees for the review of a material, equipment or prod-
uct under this section and any on-site inspections
shall be submitted in accordance with ch. Comm 2.

(5) Ungraded or used products.
(a) 1. Except as provided in subd. 2, ungraded or used

building products may be used or reused as long as
the materials possess the essential properties nec-
essary to achieve the level of performance re-
quired by this code for the intended use.

2. Ungraded or used products may not be utilized,
if specifically prohibited under a specific refer-
enced standard.

(b) The department or the municipality enforcing this
code may require tests in accordance with subs. (1)
or (2). Approval for use of ungraded or used materi-
als may be issued under this section or may be is-
sued for a specific project under s. Comm 61.31.

Comm 61.61 Alternate standards.

(1) Alternate standards that are equivalent to or more strin-
gent than the standards referenced in this code may be
used in lieu of the referenced standards when approved
by the department or if written approval is issued by the
department in accordance with sub. (2).

(2) (a) Upon receipt of a fee and a written request, the de-
partment may issue an approval for the use of the alter-
nate standard.
(b) The department shall review and make a determina-
tion on an application for approval within 40 business
days of receipt of all forms, fees and documents re-
quired to complete the review.

(3) Determination of approval shall be based on an analysis
of the alternate standard and the standard referenced in
this code, prepared by a qualified, independent third
party or the organization that published the standard
contained in this code.

(4) The department may include specific conditions in issu-
ing an approval, including an expiration date for the ap-
proval. Violations of the conditions under which an
approval is issued shall constitute a violation of this code.

(5) If the department determines that the alternate standard
is not equivalent to or more stringent than the refer-
enced standard, the request for approval shall be denied
in writing.

(6) The department may revoke an approval for any false
statements or misrepresentations of facts on which the
approval was based.

(7) The department may reexamine an approved alternate
standard and issue a revised approval at any time.

SUBCHAPTER VII
FIRST CLASS CITY AND CERTIFIED

MUNICIPALITY APPROVALS

Comm 61.70 Certified municipalities and counties.

(1) General. This section establishes the manner under
which cities, villages, towns and counties may examine
building plans and inspect buildings under s. 101.12 (3)
(a), (am), (b) and (g), Stats.

(2) Conditions of participation.
(a) Before assuming the responsibilities of examining

building plans and providing inspection services,
cities, villages, towns and counties shall comply
with all of the following:

1. Notify the department, in writing, at least 30
days prior to the date upon which the munic-
ipality or county intends to assume the plan
examination and building inspection respon-
sibilities.

2. Adopt by ordinance or regulation the re-
sponsibilities of plan examination and build-
ing inspection.

3. Adopt by ordinance or regulation this code
in its entirety.

4. Submit to the department a certified copy of
all ordinances or regulations assuming the
plan examination and building inspection re-
sponsibilities and adopting this code.

5. Employ certified commercial building in-
spectors to perform the plan examination
and building inspection functions.

6. Forward to the department any information
requested by the department relative to exam-
ination of plans and inspection of buildings.

7. Receive from the department certification to
perform plan examination and building in-
spection.

(b) While certified, a municipality or county shall
comply with all of the following:

1. Employ certified commercial building in-
spectors to perform the plan examination
and building inspection functions.

2. Forward to the department any information
requested by the department relative to exam-
ination of plans and inspection of buildings.

3. Notify the department, in writing, at least 30
days prior to the date upon which the munic-
ipality or county intends to relinquish the
plan examination and building inspection re-
sponsibilities.

(c) Second class cities intending to perform the ex-
panded plan examination and inspection specified
in sub. (5) (b) shall comply with pars. (a) 1. to 7.
and (b) 3., sub. (7) (b), and all of the following:

1. Employ at least one person who complies
with all of the following:
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a. Is registered under ch. 443, Stats., as
an architect or professional engineer.

b. Is a certified commercial building in-
spector.

c. Performs or directly supervises the plan
examinations specified in sub. (5) (b).

2. Provide a monthly report to the department
of all projects completed under this subsec-
tion, in an electronic-based format pre-
scribed by the department.

(d) 1. To assume the building inspection responsibil-
ity but not the plan examination responsibility for
the buildings and structures specified in sub. (5)
(c), a municipality or county shall comply with
pars. (a) 1 to 7 and (b) 3, except the plan examina-
tion requirements do not apply, and the depart-
ment may delegate the inspection authority in a
written manner other than a certification.

2. To assume the building inspection responsibil-
ity but not the plan examination responsibility for
the buildings and structures that exceed the limits
specified in sub. (5) (c), a municipality or county
shall comply with subd.1 and all of the following:

a. Obtain authorization for these inspections
from the department.

b. Use an inspection process that is based on the
inspection process used by the department.

c. Retain inspection records in a manner that is
accessible to the department.

d. Forward to the department any information
requested by the department relative to the
inspection of buildings.

3. A municipality or county may waive its jurisdic-
tion for the inspection of a specific project, in which
case the department shall conduct the inspection.

(e) The department may revoke the certification or del-
egation of authority for any municipality or county
where the plan examiners or inspectors do not meet
the standards specified by the department or where
other requirements of this section are not met.

Note: For any certified municipality or county, the department may review the
competency of plan examiners on a regular basis, and review the correspon-
dence and inspection reports, to determine if uniformity in code application de-
cisions is being maintained, and to determine if the standards specified by the
department are being met. Regular meetings and correspondence may be main-
tained between a certified municipality or county and the department in order to
discuss and resolve any problems.

(3) Jurisdiction.
(a) Departmental.

1. Nothing in this section shall prevent the depart-
ment from conducting its own investigations or
inspections or issuing orders relative to the ad-
ministration and enforcement of this code.

2. The department shall administer and enforce this
code in any municipality or county which has not
assumed the responsibilities for plan examina-
tion and building inspection under sub. (2).

(b) County.
1. Ordinances enacted by a county under sub. (2)

establishing county plan examination and build-
ing inspection functions shall apply to all munic-
ipalities within that county which have not
assumed those functions pursuant to sub. (2).

2. Ordinances enacted by a county under sub. (2)
establishing county plan examination and
building inspection functions may not prevent
or prohibit any municipality within that county
from assuming those functions pursuant to sub.
(2) at any time.

(4) Certification of inspectors. Inspectors employed by
certified municipalities and counties to administer and
enforce this code under sub. (2) shall be certified by the
department in accordance with ch. Comm 5 as certified
commercial building inspectors.

(5) Plan examination.
(a) First class cities. Drawings, specifications and

calculations for all the types of buildings and
structures specified in s. Comm 61.30 , except
state-owned buildings and structures, to be con-
structed within the limits of a first class city shall
be submitted to that city, if that city has assumed
the responsibilities of plan examination and build-
ing inspection in accordance with sub. (2).

(b) Second class cities performing expanded plan ex-
amination. Drawings, specifications and calcula-
tions for all the types of buildings and structures
specified in s. Comm 61.30, except state-owned
buildings and structures, to be constructed within the
limits of a second class city shall be submitted to ei-
ther the department or to that city, if that city has as-
sumed the responsibilities of examining those plans
and inspecting those buildings and structures in ac-
cordance with sub. (2) (c). Second class cities per-
forming these examinations are not subject to the
plan examination limits specified in par. (c).

Note: Second class cities may also request approval to perform other additional
plan review functions under the appointed-agent process in s. Comm 61.71.

(c) Other municipalities and counties. Drawings,
specifications and calculations for all the types of
buildings and structures specified in s. Comm 61.30,
except state-owned buildings and structures, to be
constructed within the limits of a municipality or
county that is not included in pars. (a) and (b) shall
be submitted to either the department or to that mu-
nicipality or county if the municipality or county has
assumed the responsibilities of plan examination
and building inspection in accordance with sub. (2)
and if the plans are for any of the following:

1. A new building or structure containing less
than 50,000 cubic feet of total volume.

2. a. An addition to a building or structure
where the area of the addition results in the
entire building or structure containing less
than 50,000 cubic feet of total volume.
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b. An addition containing no more than
2,500 square feet of total floor area and no
more than one floor level, provided the larg-
est roof span does not exceed 18 feet and the
exterior wall height does not exceed 12 feet.

3. An alteration of a space involving less than
100,000 cubic feet of total volume.

(d) Project waiver.
1. A certified municipality or county may

waive its jurisdiction for the plan review of a
specific project or types of projects, or com-
ponents thereof, in which case plans and
specifications shall be submitted to the de-
partment for review and approval.

2. The department may waive its jurisdiction
for the plan review of a specific project,
where agreed to by a certified municipality
or county, in which case plans and specifica-
tions shall be submitted to the certified mu-
nicipality or county for review and approval.

(e) Plan submission procedures.
1. a. A building permit application shall be in-

cluded with the plan submitted to the munic-
ipality or county having jurisdiction for
examination.

b. Plans for a building or structure that ex-
ceeds the limits specified in par. (c) which
are submitted either to a second class city
under par. (b) or to an appointed agent under
s. Comm 61.61 shall include the depart-
ment’s plan approval application form speci-
fied in s. Comm 61.31, unless a municipally
supplied form is submitted that includes the
owner’s, designer’s and supervising profes-
sional’s statements and signatures which are
required on the department’s form.

2. At least 2 sets of complete building plans
and one copy of specifications shall be sub-
mitted to the municipality or county having
jurisdiction for examination.

3. a. Building plans submitted to a municipal-
ity or county for examination shall include
the information specified in subd. 3. b. and s.
Comm 61.31.

b. Plans that are submitted to a municipality
under par. (c) by use of the volumes speci-
fied in pars. (c) 1. to 3. shall include calcula-
tions showing the total volume.

4. After plans and specifications for a project
have been submitted to a municipality or
county under this section, or to a department
office, any subsequent submittal for the pur-
pose of complying with this code shall be
submitted to that same office, except as pro-
vided in subds. 6. to 9.

5. Except as provided in subds. 6. to 9., plans
and specifications for all components of a

project, including but not limited to trusses,
precast concrete, laminated wood, or heat-
ing, ventilating and air conditioning, shall be
submitted to the same office.

6. For an individual building in a multiple-build-
ing complex, the submitter may choose
whether to submit plans and specifications to a
municipality or county having jurisdiction for
examination, or to any of the department’s of-
fices, even if a previous building in the com-
plex had been reviewed by another office. A
subsequent reviewing office may request of
the other office complete copies of all pertinent
data, including but not limited to petitions, ap-
plication forms, preliminaries, staff notes and
comments. The applicant may be charged a fee
to offset the costs of providing these copies. If
plans for some of the buildings are submitted
to the department and some are submitted to
the municipality or county, and then plans for
the building components are submitted for all
the buildings, the component submitter shall
split the submission and submit the plans to the
applicable offices.

7. For multiple-tenant or multiple-owner build-
ings, including but not limited to shopping
centers or office buildings, the plans and speci-
fications for the initial tenant or owner in each
space, and the alteration plans and specifica-
tions for changing a previously approved
space may be submitted either to the munici-
pality or county or to a department office, pro-
vided the requirements in s. Comm 61.31 (2)
(d) are met.

8. Decisions as to whether plans and specifica-
tions for building additions may be submitted
to offices other than where the previous ap-
provals occurred shall be handled between
the municipality or county, department and
submitter on a case-by-case basis. These submit-
tals shall comply with s. Comm 61.31 (2) (e).

9. Departmental review of plans and specifica-
tions under this subsection does not satisfy
any need for municipal review of these plans
and specifications for conformance with local
requirements adopted under s. Comm 61.03
(4) that are in addition to or more stringent
than chs. Comm 61 to 65, 70, and 75 to 79.

(f) Plan approval.
1. If the municipality or county having juris-

diction determines that the plans submitted
substantially conform to this code or other
ordinances and regulations, an approval
shall be issued in accordance with all of the
following:

a. The plans shall be stamped “CONDI-
TIONALLY APPROVED”, signed
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and dated by a certified commercial
building inspector.

b. One set of the conditionally approved
plans, and all calculations and corre-
spondence shall be retained in their
original form or as readable micro-
film- or electronic-based copies for at
least 4 years by the municipality or
county, and all other approved plans
shall be returned to the submitter or
their representative.

c. A notice of conditional approval shall
be provided, in writing, to the
submitter and the building owner stat-
ing all conditions of approval. A copy
of the notice shall be provided to the
department of health and family ser-
vices for health care facilities, and to
the department of corrections for jails
and places of detention.

2. All non-code-complying and other condi-
tions stated in the conditional approval no-
tice shall be corrected or met before or
during construction, and before occupancy
of the building.

(g) Denial of plan approval. If the municipality or
county determines that the plans submitted do not
substantially conform to this code or other legal
ordinances and regulations, a denial for plan ap-
proval shall be issued in accordance with all of the
following:

1. The plans shall be stamped “NOT AP-
PROVED,” signed and dated by a certified
commercial building inspector.

2. One set of the not-approved plans shall be re-
tained by the municipality or county and all
other plans shall be returned to the submitter
or their representative.

3. A notice of the not-approved plans shall be
provided in writing, to the submitter and the
building owner stating the reasons for the de-
nial.

(h) Liability. A conditional approval of a plan by a
municipality or county may not be construed as an
assumption of any responsibility on the part of the
municipality, the certified commercial building
inspector or the department for the design or con-
struction of the building.

(6) Inspection. Inspections shall be conducted by a munic-
ipality or county to ascertain whether or not the con-
struction or installation for buildings and structures
conforms to the conditionally approved plans, the no-
tice of conditional approval and this code, in accor-
dance with all of following:

(a) All inspections, for the purpose of administration
and enforcement of this code, shall be performed
by a certified commercial building inspector.

(b) A written report of each inspection shall be pre-
pared. The report shall include the name of the
certified commercial building inspector.

(c) A copy of each inspection report shall be fur-
nished to the owner and plan submitter.

(d) A copy of each inspection report shall be perma-
nently maintained in the municipal files or county
files.

(e) The inspection report shall indicate all items of
non-compliance noted during the inspection.

(f) If non-complying items are not corrected, orders
to correct shall be issued in accordance with local
ordinances.

Note: Certified municipalities are authorized to perform the inspections speci-
fied in s. Comm 61.51.

(7) Fees.
(a) Municipalities and counties having jurisdiction of

plan examination and building inspection may set
by ordinance the fees for plan examination and
building inspection services.

(b) A second class city that is certified to perform the
expanded plan examination specified in sub. (5)
(b) shall submit to the department the fees speci-
fied in s. Comm 2.31 (1) (g).

Note: A list of the municipalities and counties providing plan examination and
building inspection under this section is available from the Safety and Build-
ings Division at P.O. Box 7162, Madison, WI 53707-7162, or at telephone
608/266-3151 and 608/264-8777 (TTY), or at the Safety and Buildings’ web
site at www.commerce.state.wi.us.

Comm 61.71 Appointed agents.

(1) General. This section establishes the manner under
which a city, village, town or county may examine
building plans and inspect buildings as an appointed
agent for the department relative to s. 101.02 (5) (b),
Stats.

(2) Conditions of participation.
(a) Before assuming any of the department’s plan ex-

amination or building inspection responsibilities
that are not listed in s. Comm 61.70 (5), the appli-
cant shall comply with all of the following:

1. Submit a written request to the department,
at least 30 days prior to the date upon which
the applicant desires to assume agent re-
sponsibilities for plan examination or build-
ing inspection.

2. Include in the request a description of the de-
sired responsibilities, such as plan examina-
tion for buildings that are not within the
applicant’s jurisdiction, or plan examination
for building additions or alterations that are
beyond the limits specified in s. Comm
61.70 (5) (c).
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3. Include in the request a description of the
qualifications the applicant has for assuming
the desired responsibilities.

4. Receive from the department a written state-
ment prescribing the responsibilities that are
to be assumed.

(b) While appointed, an agent shall comply with all of
the following:

1. Apply the corresponding requirements in s.
Comm 61.70 (5) (d) to (h) and (6).

2. Submit to the department the fees specified
in s. Comm 2.31 (1) (h).

3. Provide a monthly report to the department
of all projects completed under this section,
in an electronic-based format prescribed by
the department.

4. Notify the department, in writing, at least 30
days prior to the date upon which the ap-
pointed agent intends to relinquish the re-
sponsibilities assumed under this section.

(3) Revocation. The department may revoke the appoint-
ment of an agent where the plan examiners or inspec-
tors of the agent do not meet the standards specified by
the department, or where other requirements of this
section are not met.

Note: A list of appointed agents providing plan examination and building in-
spection under this section is available from the Safety and Buildings Division
at P.O. Box 7162, Madison, WI 53707-7162, or at telephone 608/266-3151 and
608/264-8777 (TTY), or at the Safety and Buildings’ web site at www.com-
merce.state.wi.us.
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CHAPTER 1

ADMINISTRATION

SECTION 101
GENERAL

Comm 62.0001 Standards. The design, construction, and
maintenance of public buildings and places of employment
shall comply with section Comm 61.05, except as provided in
chapters Comm 61 to 65 and chapter Comm 14.

101.1 - 101.4.7 Deleted.

SECTION 102
APPLICABILITY

102.1 - 102.3 Deleted.

102.4 Referenced codes and standards. The codes and stan-
dards referenced in this code shall be considered part of the re-
quirements of this code to the prescribed extent of each such
reference. Where differences occur between provisions of this
code and referenced codes and standards, the provisions of this
code shall apply.

102.5 - 102.6 Deleted.

SECTIONS 103-114
Deleted

SECTION 115
UNSAFE STRUCTURES AND EQUIPMENT

Comm 62.0115. The requirements in IBC section 115 apply to
all public buildings and structures and places of employment,
that exist before, on, or after the effective date of this code.

115.1 Conditions. Structures or existing equipment that are or
hereafter become unsafe, unsanitary or deficient because of in-
adequate means of egress facilities, inadequate light and venti-
lation, or which constitute a fire hazard, or are otherwise
dangerous to human life or the public welfare, or which involve
illegal or improper occupancy or inadequate maintenance,
shall be deemed an unsafe condition. Unsafe structures shall be
taken down and removed or made safe, as the building official
deems necessary and as provided for in this section. A vacant
structure that is not secured against entry shall be deemed un-
safe.

115.2 Record. The building official shall cause a report to be
filed on an unsafe condition. The report shall state the occu-
pancy of the structure and the nature of the unsafe condition.

115.3 Notice. If an unsafe condition is found, the building offi-
cial shall serve on the owner, agent or person in control of the
structure, a written notice that describes the condition deemed
unsafe and specifies the required repairs or improvements to be
made to abate the unsafe condition, or that requires the unsafe
structure to be demolished within a stipulated time. Such notice
shall require the person thus notified to declare immediately to

the building official acceptance or rejection of the terms of the
order.

115.4 Method of service. Such notice shall be deemed prop-
erly served if a copy thereof is (a) delivered to the owner per-
sonally; (b) sent by certified or registered mail addressed to the
owner at the last known address with the return receipt re-
quested; or (c) delivered in any other manner as prescribed by
local law. If the certified or registered letter is returned showing
that the letter was not delivered, a copy thereof shall be posted
in a conspicuous place in or about the structure affected by such
notice. Service of such notice in the foregoing manner upon the
owner’s agent or upon the person responsible for the structure
shall constitute service of notice upon the owner.

115.5 Restoration. The structure or equipment determined to
be unsafe by the building official is permitted to be restored to a
safe condition. To the extent that repairs, alterations or addi-
tions are made or a change of occupancy occurs during the res-
toration of the structure, such repairs, alterations, additions or
change of occupancy shall comply with the requirements of
Section 105.2.2 and Chapter 34.
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[F] FIRE ALARM SYSTEM. See Section 902.1.

FIRE AREA. See Section 702.1.

FIRE BARRIER. See Section 702.1.

[F] FIRE COMMAND CENTER. See Section 902.1.

FIRE DAMPER. See Section 702.1.

[F] FIRE DETECTOR, AUTOMATIC. See Section 902.1.

FIRE DOOR. See Section 702.1.

FIRE DOOR ASSEMBLY. See Section 702.1.

FIRE EXIT HARDWARE. See Section 1002.1.

FIRE PARTITION. See Section 702.1.

FIRE PROTECTION RATING. See Section 702.1.

[F] FIRE PROTECTION SYSTEM. See Section 902.1.

FIRE RESISTANCE. See Section 702.1.

FIRE-RESISTANCE RATING. See Section 702.1.

FIRE-RESISTANT JOINT SYSTEM. See Section 702.1.

[F] FIRE SAFETY FUNCTIONS. See Section 902.1.

FIRE SEPARATION DISTANCE. See Section 702.1.

FIRE WALL. See Section 702.1.

FIRE WINDOW ASSEMBLY. See Section 702.1.

FIREBLOCKING. See Section 702.1.

FIREPLACE. See Section 2102.1.

FIREPLACE THROAT. See Section 2102.1.

FIREWORKS. See Section 307.2.

FIREWORKS, 1.3G. See Section 307.2.

FIREWORKS, 1.4G. See Section 307.2.

5-PERCENT FRACTILE. See Section 1913.2.2.

FLAME RESISTANCE. See Section 802.1.

FLAME SPREAD. See Section 802.1.

FLAME SPREAD INDEX. See Section 802.1.

[F] FLAMMABLE GAS. See Section 307.2.

[F] FLAMMABLE LIQUEFIED GAS. See Section 307.2.

[F] FLAMMABLE LIQUID. See Section 307.2.

Class IA. See Section 307.2.
Class IB. See Section 307.2.
Class IC. See Section 307.2.

[F] FLAMMABLE MATERIAL. See Section 307.2.

[F] FLAMMABLE SOLID. See Section 307.2.

[F] FLAMMABLE VAPORS OR FUMES. See Section
415.2.

[F] FLASH POINT. See Section 307.2.

FLEXIBLE BUILDINGS AND OTHER STRUCTURES.
See Section 1609.2.

FLEXIBLE EQUIPMENT CONNECTIONS. See Section
1602.1.

FLOOD OR FLOODING. See Section 1612.2.

FLOOD DAMAGE-RESISTANT MATERIALS. See Sec-
tion 1612.2.

FLOOD HAZARD AREA. See Section 1612.2.

FLOOD HAZARD AREA SUBJECT TO HIGH VELOC-
ITY WAVE ACTION. See Section 1612.2.

FLOOD INSURANCE RATE MAP (FIRM). See Section
1612.2.

FLOOD INSURANCE STUDY. See Section 1612.2.

FLOODWAY. See Section 1612.2.

FLOOR AREA, GROSS. See Section 1002.1.

FLOOR AREA, NET. See Section 1002.1.

FLOOR FIRE DOOR ASSEMBLY. See Section 702.1.

[F] FOAM-EXTINGUISHING SYSTEMS. See Section
902.1.

FOAM PLASTIC INSULATION. See Section 2602.1.

FOLDING AND TELESCOPIC SEATING. See Section
1002.1.

FOOD COURT. See Section 402.2.

FOOTBOARDS. See Section 1002.1.

FLY GALLERY. See Section 410.2.

FRAME. See Section 1602.1.

Braced frame. See Section 1602.1.
Concentrically braced frame (CBF). See Section 1602.1.
Eccentrically braced frame (EBF). See Section 1602.1.
Ordinary concentrically braced frame (OCBF). See Sec-
tion 1602.1.
Special concentrically braced frame (SCBF). See Section
1602.1.

FRAME, MOMENT. See Section 1602.1.

Intermediate moment frame (IMF). See Section 1602.1.
Ordinary moment frame (OMF). See Section 1602.1.
Special moment frame (SMF). See Section 1602.1.

FRAME SYSTEM. See Section 1602.1.

Building frame system. See Section 1602.1.
Dual frame system. See Section 1602.1.
Space frame system. See Section 1602.1.

[F] GAS CABINET. See Section 415.2.

[F] GAS ROOM. See Section 415.2.

GLASS FIBER BOARD. See Section 720.1.1.

GLUED BUILT-UP MEMBER. See Section 2302.1.

GRADE FLOOR OPENING. A window or other opening lo-
cated such that the sill height of the opening is not more than 44
inches (1118 mm) above or below the finished ground level ad-
jacent to the opening.

GRADE (LUMBER). See Section 2302.1.

GRADE PLANE. See Section 502.1.

GRANDSTAND. See Section 1002.1.
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GRAVITY LOAD. See Section 1613.1.

GRIDIRON. See Section 410.2.

GROSS LEASABLE AREA. See Section 402.2.

GROUTED MASONRY. See Section 2102.1.

Grouted hollow-unit masonry. See Section 2102.1.
Grouted multiwythe masonry. See Section 2102.1.

GUARD. See Section 1002.1.

GYPSUM BOARD. See Section 2502.1.

GYPSUM PLASTER. See Section 2502.1.

GYPSUM VENEER PLASTER. See Section 2502.1.

HABITABLE SPACE. A space in a building for living, sleep-
ing, eating or cooking. Bathrooms, toilet rooms, closets, halls,
storage or utility spaces and similar areas are not considered
habitable spaces.

[F] HALOGENATED EXTINGUISHING SYSTEMS. See
Section 902.1.

[F] HANDLING. See Section 307.2.

HANDRAIL. See Section 1002.1.

HARDBOARD. See Section 2302.1.

HAZARDOUS CONTENTS. See Section 1613.1.

[F] HAZARDOUS MATERIALS. See Section 307.2.

[F] HAZARDOUS PRODUCTION MATERIAL (HPM).
See Section 415.2.

HEAD JOINT. See Section 2102.1.

HEADER (Bonder). See Section 2102.1.

[F] HEALTH HAZARD. See Section 307.2.

HEIGHT, BUILDING. See Section 502.1.

HEIGHT, STORY. See Section 502.1.

HEIGHT, WALLS. See Section 2102.1.

HELIPORT. See Section 412.5.2.

HELISTOP. See Section 412.5.2.

[F] HIGHLY TOXIC. See Section 307.2.

HISTORIC BUILDING. A “qualified historic building” as
defined in s. Comm 70.17 (15).
Note: Section Comm 70.17 (15) reads as follows: “ ‘Qualified historic build-
ing’means a building which is: (a) Listed on, or nominated by the state histori-
cal society for listing on, the national register of historic places in Wisconsin;
(b) Included in a district which is listed on, or has been nominated by the state
historical society for listing on, the national register of historic places in Wis-
consin, and has been determined by the state historical society to contribute to
the historic significance of the district; (c) Listed on a certified municipal regis-
ter of historic property; or (d) Included in a district which is listed on a certified
municipal register of historic property, and has been determined by the munici-
pality to contribute to the historic significance of the district.” [Comm 62.0202
(2) (c)]

HISTORIC BUILDINGS. Buildings that are listed in or eligi-
ble for listing in the National Register of Historic Places, or
designated as historic under an appropriate state or local law.
See Section 3406.

HOOKED BOLT. See Section 1913.2.2.

HORIZONTAL EXIT. See Section 1002.1.

[F] HPM FLAMMABLE LIQUID. See Section 415.2.

[F] HPM ROOM. See Section 415.2.

HURRICANE-PRONE REGIONS. See Section 1609.2.

IBC and INTERNATIONAL BUILDING CODE. The 2000
edition of the International Building Code, as adopted and
modified in chs. Comm 61 to 65. [Comm 62.0202 (1) (b)]

ICC ELECTRICAL CODE. Chapter Comm 16. [Comm
62.0202 (1) (c)]

IECC and INTERNATIONAL ENERGY CONSERVA-
TION CODE. The 2000 edition of the International Energy
Conservation Code, as adopted and modified in chs. Comm
61 to 65. [Comm 62.0202 (1) (d)]

IFC and INTERNATIONAL FIRE CODE. The 2000 edi-
tion of the International Fire Code.[Comm 62.0202 (1) (e)]

IFGC and INTERNATIONAL FUEL GAS CODE. The
2000 edition of the International Fuel Gas Code, as adopted
and modified in chs. Comm 61 to 65. [Comm 62.0202 (1) (f)]

IMC and INTERNATIONAL MECHANICAL CODE. The
2000 edition of the International Mechanical Code, as
adopted and modified in chs. Comm 61 to 65. [Comm 62.0202
(1) (g)]

IPC and INTERNATIONAL PLUMBING CODE. Chap-
ters Comm 81 to 87. [Comm 62.0202 (1) (h)]

IPSDC and INTERNATIONAL PRIVATE SEWAGE
DISPOSAL CODE. Chapters Comm 81 to 87. [Comm
62.0202 (1) (i)]

IMMEDIATELY DANGEROUS TO LIFE AND HEALTH
(IDLH). See Section 415.2.

IMPACT LOAD. See Section 1602.1.

IMPORTANCE FACTOR, I. See Section 1609.2.

INCOMPATIBLE MATERIALS. See Section 307.2.

INDUSTRIAL EQUIPMENT PLATFORM. See Section
502.1.

[F] INITIATING DEVICE. See Section 902.1.

INSPECTION CERTIFICATE. See Section 1702.1.

INTERIOR FINISH. See Section 802.1.

INTERIOR FLOOR FINISH. See Section 802.1.

INTERIOR SURFACES. See Section 2502.1.

INTERIOR WALL AND CEILING FINISH. See Section
802.1.

INTERLAYMENT. See Section 1502.1.

INVERTED PENDULUM-TYPE STRUCTURES. See
Section 1613.1.

ISOLATION INTERFACE. See Section 1613.1.

ISOLATION JOINT. See Section 1902.1.

ISOLATION SYSTEM. See Section 1613.1.

ISOLATOR UNIT. See Section 1613.1.

JOINT. See Sections 702.1 and 1602.1.

JURISDICTION. The governmental unit that has adopted this
code under due legislative authority.
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LABEL. See Section 1702.1.

LIGHT-DIFFUSING SYSTEM. See Section 2602.1.

LIGHT-FRAME CONSTRUCTION. A type of construction
whose vertical and horizontal structural elements are primarily
formed by a system of repetitive wood or light gauge steel
framing members.

LIGHT-TRANSMITTING PLASTIC ROOF PANELS.
See Section 2602.1.

LIGHT-TRANSMITTING PLASTIC WALL PANELS.
See Section 2602.1.

LIMIT STATE. See Section 1602.1.

[F] LIQUID. See Section 415.2.

[F] LIQUID STORAGE ROOM. See Section 415.2.

[F] LIQUID USE, DISPENSING AND MIXING ROOMS.
See Section 415.2.

LISTED. See Section 902.1.

LIVE LOADS. See Section 1602.1.

LIVE LOADS (ROOF). See Section 1602.1.

LOAD AND RESISTANCE FACTOR DESIGN (LRFD).
See Section 1602.1.

LOAD FACTOR. See Section 1602.1.

LOADS. See Section 1602.1.

LOADS EFFECTS. See Section 1602.1.

LOT. A portion or parcel of land considered as a unit.

LOT LINE. A line dividing one lot from another, or from a
street or any public place.

[F] LOWER FLAMMABLE LIMIT (LFL). See Section
415.2.

LOWEST FLOOR. See Section 1612.2.

MAIN WINDFORCE-RESISTING SYSTEM. See Section
1609.2.

MALL. See Section 402.2.

[F] MANUAL FIRE ALARM BOX. See Section 902.1.

MANUFACTURER’S DESIGNATION. See Section
1702.1.

MARK. See Section 1702.1.

MARQUEE. A permanent roofed structure attached to and
supported by the building and that projects into the public right
of way.

MASONRY. See Section 2102.1.

Ashlar masonry. See Section 2102.1.
Coursed ashlar. See Section 2102.1.
Glass unit masonry. See Section 2102.1.
Plain masonry. See Section 2102.1.
Random ashlar. See Section 2102.1.
Reinforced masonry. See Section 2102.1.
Solid masonry. See Section 2102.1.

MASONRY UNIT. See Section 2102.1.

Clay. See Section 2102.1.
Concrete. See Section 2102.1.
Hollow. See Section 2102.1.
Solid. See Section 2102.1.

MAXIMUM CONSIDERED EARTHQUAKE. See Section
1613.1.

MEAN DAILY TEMPERATURE. See Section 2102.1.

MEAN ROOF HEIGHT. See Section 1609.2.

MEANS OF EGRESS. See Section 1002.1.

MECHANICAL-ACCESS OPEN PARKING GARAGES.
See Section 406.3.2.

MECHANICAL EQUIPMENT SCREEN. See Section
1502.1.

MEMBRANE-COVERED CABLE STRUCTURE. See
Section 3102.2.

MEMBRANE-COVERED FRAME STRUCTURE. See
Section 3102.2.

MEMBRANE PENETRATION. See Section 702.1.

MEMBRANE-PENETRATION FIRESTOP. See Section
702.1.

METAL ROOF PANEL. See Section 1502.1.

METAL ROOF SHINGLE. See Section 1502.1.

MEZZANINE. See Section 502.1.

MINERAL BOARD. See Section 720.1.1.

MODIFIED BITUMEN ROOF COVERING. See Section
1502.1.

MORTAR. See Section 2102.1.

MORTAR, SURFACE-BONDING. See Section 2102.1.

MULTIFAMILY DWELLING. See Section 101.971 (2),
Wisconsin Stats.
Note: Section 101.971 (2), Stats., reads as follows: “ ‘Multifamily dwelling’
means an apartment building, rowhouse, town house, condominium or manu-
factured building, as defined in s. 101.71 (6), that does not exceed 60 feet in
height or 6 stories and that consists of 3 or more attached dwelling units the
initial construction of which is begun on or after January 1, 1993. ‘Multifam-
ily dwelling’ does not include a facility licensed under ch. 50.” [Comm
62.0202 (1) (j)]

[F] MULTIPLE-STATION ALARM DEVICE. See Section
902.1.

[F] MULTIPLE-STATION SMOKE ALARM. See Section
902.1.

NAILING, BOUNDARY. See Section 2302.1.

NAILING, EDGE. See Section 2302.1.

NAILING, FIELD. See Section 2302.1.

NATURALLY DURABLE WOOD. See Section 2302.1.

Decay resistant. See Section 2302.1.
Termite resistant. See Section 2302.1.

NEUTRAL PLANE. See Section 1807.1. [Comm 62.1807
(1)]
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NOMINAL LOADS. See Section 1602.1.

NOMINAL SIZE (LUMBER). See Section 2302.1.

NONBUILDING STRUCTURE. See Section 1613.1.

NONCOMBUSTIBLE MEMBRANE STRUCTURE. See
Section 3102.2.

[F] NORMAL TEMPERATURE AND PRESSURE (NTP).
See Section 415.2.

NOSING. See Section 1002.1.

[F] NUISANCE ALARM. See Section 902.1.

OCCUPANCY IMPORTANCE FACTOR. See Section
1613.1.

OCCUPANT LOAD. See Section 1002.1.

OCCUPIABLE SPACE. A room or enclosed space designed
for human occupancy in which individuals congregate for
amusement, educational or similar purposes or in which occu-
pants are engaged at labor, and which is equipped with means
of egress and light and ventilation facilities meeting the re-
quirements of this code.

OPEN-AIR SEATING GRANDSTANDS AND
BLEACHERS. See Section 1002.1.

OPEN PARKING GARAGE. See Section 406.3.2.

[F] OPEN SYSTEM. See Section 307.2.

[F] ORGANIC PEROXIDE. See Section 307.2.

Class I. See Section 307.2.
Class II. See Section 307.2.
Class III. See Section 307.2.
Class IV. See Section 307.2.
Class V. See Section 307.2.
Unclassified detonable. See Section 307.2.

ORIENTED STRAND BOARD (OSB). See Section 2302.1.

OTHER STRUCTURES. See Section 1602.1.

OWNER. Any person, agent, firm or corporation having a le-
gal or equitable interest in the property.

[F] OXIDIZER. See Section 307.2.

Class 4. See Section 307.2.
Class 3. See Section 307.2.
Class 2. See Section 307.2.
Class 1. See Section 307.2.

[F] OXIDIZING GAS. See Section 307.2.

P-DELTA EFFECT. See Section 1602.1.

PANEL (PART OF A STRUCTURE). See Section 1602.1.

PANIC HARDWARE. See Section 1002.1.

PARTICLEBOARD. See Section 2302.1.

PEDESTAL. See Section 1902.1.

PENETRATION FIRESTOP. See Section 702.1.

PENTHOUSE. See Section 1502.1.

PERMIT. An official document or certificate issued by the au-
thority having jurisdiction which authorizes performance of a
specified activity.

PERSON. An individual, heirs, executors, administrators or as-
signs, and also includes a firm, partnership or corporation, its or
their successors or assigns, or the agent of any of the aforesaid.

PERSONAL CARE SERVICE. See Section 310.2.

[F] PHYSICAL HAZARD. See Section 307.2.

PIER FOUNDATIONS. See Section 1807.1.

Belled piers. See Section 1807.1.

PILE FOUNDATIONS. See Section 1807.1.

Augered uncased piles. See Section 1807.1.
Caisson piles. See Section 1807.1.
Concrete-filled steel pipe and tube piles. See Section
1807.1.
Driven uncased piles. See Section 1807.1.
Enlarged base piles. See Section 1807.1.

PINRAIL. See Section 410.2.

PLAIN CONCRETE. See Section 1902.1.

PLAIN REINFORCEMENT. See Section 1902.1.

PLASTIC, APPROVED. See Section 2602.1.

PLASTIC GLAZING. See Section 2602.1.

PLASTIC HINGE. See Section 2102.1.

PLATFORM. See Section 410.2.

PLYWOOD. See Section 2302.1

POSITIVE ROOF DRAINAGE. See Section 1502.1.

PRECAST CONCRETE. See Section 1902.1.

PRESERVATIVE-TREATED WOOD. See Section 2302.1.

PRESTRESSED CONCRETE. See Section 1902.1.

PRISM. See Section 2102.1.

PROJECTED AREA. See Section 1913.2.2.

PROSCENIUM WALL. See Section 410.2.

PUBLIC ENTRANCE. See Section 1102.1.

PUBLIC-USE AREAS. See Section 1102.1.

PUBLIC WAY. See Section 1002.1.

[F] PYROPHORIC. See Section 307.2.

[F] PYROTECHNIC COMPOSITION. See Section 307.2.

QUALITY ASSURANCE PLAN. A written procedure com-
plying with the requirements of Section 1705.

RAMP. See Section 1002.1.

RAMP-ACCESS OPEN PARKING GARAGES. See Sec-
tion 406.3.2.

[F] RECORD DRAWINGS. See Section 902.1.

REFERENCE RESISTANCE (D). See Section 2302.1.

REGISTERED DESIGN PROFESSIONAL. An individual
who is registered or licensed to practice their respective design
profession as defined by the statutory requirements of the pro-
fessional registration laws of the state or jurisdiction in which
the project is to be constructed.

REINFORCED CONCRETE. See Section 1902.1.
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REINFORCED PLASTIC, GLASS FIBER. See Section
2602.1.

REINFORCEMENT. See Section 1902.1.

REPAIR. The reconstruction or renewal of any part of an exist-
ing building for the purpose of its maintenance.

REQUIRED STRENGTH. See Sections 1602.1 and 2102.1.

REROOFING. See Section 1502.1.

RESHORES. See Section 1902.1.

RESIDENTIAL AIRCRAFT HANGAR. See Section
412.3.1.

RESIDENTIAL CARE/ASSISTED LIVING FACIL-
ITIES. See Section 310.2.

RESISTANCE FACTOR. See Section 1602.1.

REVIEWING STANDS. See Section 1002.1.

ROOF ASSEMBLY. See Section 1502.1.

ROOF COVERING. See Section 1502.1.

ROOF COVERING SYSTEM. See Section 1502.1.

ROOF DECK. See Section 1502.1.

ROOF RECOVER. See Section 1502.1.

ROOF REPAIR. See Section 1502.1.

ROOF REPLACEMENT. See Section 1502.1.

ROOF VENTILATION. See Section 1502.1.

ROOFTOP STRUCTURE. See Section 1502.1.

RUBBLE MASONRY. See Section 2102.1.

Coursed rubble. See Section 2102.1.
Random rubble. See Section 2102.1.
Rough or ordinary rubble. See Section 2102.1.

RUNNING BOND. See Section 2102.1.

SCUPPER. See Section 1502.1.

SEISMIC DESIGN CATEGORY. See Section 1613.1.

SEISMIC-FORCE-RESISTING SYSTEM. See Section
1613.1

SEISMIC FORCES. See Section 1613.1.

SEISMIC RESPONSE COEFFICIENT. See Section
1613.1.

SEISMIC USE GROUP. See Section 1613.1.

SELF-CLOSING. See Section 702.1.

SELF-SERVICE STORAGE FACILITY. See Section
1102.1.

[F] SERVICE CORRIDOR. See Section 415.2.

SERVICE ENTRANCE. See Section 1102.1.

SHAFT. See Section 702.1.

SHAFT ENCLOSURE. See Section 702.1.

SHALLOW ANCHORS. See Section 1602.1.

SHEAR PANEL. See Section 1602.1.

SHEAR WALL. See Sections 1602.1, 1613.1, 2102.1 and
2302.1.

Detailed plain masonry shear wall. See Section 2102.1.
Intermediate reinforced masonry shear wall. See Section
2102.1.
Ordinary plain masonry shear wall. See Section 2102.1.
Ordinary reinforced masonry shear wall. See Section
2102.1.
Special reinforced masonry shear wall. See Section
2102.1.

SHEAR WALL-FRAME INTERACTIVE SYSTEM. See
Section 1613.1.

SHELL. See Section 2102.1.

SHORES. See Section 1902.1.

SHOTCRETE. See Section 1914.1.

SIDE-FACE BLOWOUT STRENGTH. See Section
1913.2.2.

SINGLE-PLY MEMBRANE. See Section 1502.1.

[F] SINGLE-STATION SMOKE ALARM. See Section
902.1.

SITE. See Section 1102.1.

SITE CLASS. See Section 1613.1.

SITE COEFFICIENTS. See Section 1613.1.

SKYLIGHTS AND SLOPED GLAZING. Glass or other
transparent or translucent glazing material installed at a slope
of 15 degrees (0.26 rad) or more from vertical. Glazing material
in sky-lights, solariums, sun spaces, roofs and sloped walls are
included in this definition.

SLEEPING ACCOMMODATIONS. See Section 1102.1.

[F] SMOKE ALARM. See Section 902.1.

SMOKE BARRIER. See Section 702.1.

SMOKE COMPARTMENT. See Section 702.1.

SMOKE DAMPER. See Section 702.1.

[F] SMOKE DETECTOR. See Section 902.1.

SMOKE-DEVELOPED INDEX. See Section 802.1.

SMOKE-PROTECTED ASSEMBLY SEATING. See Sec-
tion 1002.1.

SMOKEPROOF ENCLOSURE. See Section 902.1.

[F] SOLID. See Section 415.2.

SPECIAL AMUSEMENT BUILDING. See Section 411.2.

SPECIAL INSPECTION. See Section 1702.1.

Special continuous inspection. See Section 1702.1.
Special periodic inspection. See Section 1702.1.

SPECIAL FLOOD HAZARD AREA. See Section 1612.2.

SPECIAL TRANSVERSE REINFORCEMENT. See Sec-
tion 1602.1.

SPECIFIED. See Section 2102.1.
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SPECIFIED COMPRESSIVE STRENGTH OF MA-
SONRY (f′m). See Section 2102.1.

SPIRAL REINFORCEMENT. See Section 1902.1.

SPLICE. See Section 702.1.

SPRAYED FIRE-RESISTANT MATERIALS. See Section
1702.1.

STACK BOND. See Section 2102.1.

STAGE. See Section 410.2.

STAIR. See Section 1002.1.

STAIRWAY. See Section 1002.1.

STAIRWAY, EXTERIOR. See Section 1002.1.

STAIRWAY, INTERIOR. See Section 1002.1.

STAIRWAY, SPIRAL. See Section 1002.1.

[F] STANDPIPE SYSTEM, CLASSES OF. See Section
902.1.

Class I system. See Section 902.1.
Class II system. See Section 902.1.
Class III system. See Section 902.1.

[F] STANDPIPE, TYPES OF. See Section 902.1.

Automatic dry. See Section 902.1.
Automatic wet. See Section 902.1.
Manual dry. See Section 902.1.
Manual wet. See Section 902.1.
Semiautomatic dry. See Section 902.1.

START OF CONSTRUCTION. See Section 1612.2.

STEEL CONSTRUCTION, COLD-FORMED. See Section
2202.1.

STEEL JOIST. See Section 2202.1.

STEEL MEMBER, STRUCTURAL. See Section 2202.1.

STEEP SLOPE. A roof slope greater than two units vertical in
12 units horizontal (17-percent slope).

STIRRUP. See Section 2102.1.

STONE MASONRY. See Section 2102.1.

Ashlar stone masonry. See Section 2102.1.
Rubble stone masonry. See Section 2102.1.

[F] STORAGE, HAZARDOUS MATERIALS. See Section
415.2.

STORY. That portion of a building included between the upper
surface of a floor and the upper surface of the floor or roof next
above (also see “Basement,” “Mezzanine” and Section 502.1).
It is measured as the vertical distance from top to top of two
successive tiers of beams or finished floor surfaces and, for the
topmost story, from the top of the floor finish to the top of the
ceiling joists or, where there is not a ceiling, to the top of the
roof rafters.

STORY ABOVE GRADE PLANE. Any story having its fin-
ished floor surface entirely above grade plane, except that a
basement shall be considered as a story above grade plane
where the finished surface of the floor above the basement is:

1. More than 6 feet (1829 mm) above grade plane;

2. More than 6 feet (1829 mm) above the finished ground level
for more than 50 percent of the total building perimeter; or

3. More than 12 feet (3658 mm) above the finished ground
level at any point.

STORY DRIFT RATIO. See Section 1613.1.

STRENGTH. See Section 2102.1.

Design strength. See Section 2102.1.
Nominal strength. See Sections 1602.1 and 2102.1.

STRENGTH DESIGN. See Section 1602.1.

STRUCTURAL CONCRETE. See Section 1902.1.

STRUCTURAL GLUED-LAMINATED TIMBER. See
Section 2302.1.

STRUCTURAL OBSERVATION. See Section 1702.1.

STRUCTURE. That which is built or constructed.

SUBDIAPHRAGM. See Section 2302.1.

SUBSTANTIAL DAMAGE. See Section 1612.2.

SUBSTANTIAL IMPROVEMENT. See Section 1612.2.

[F] SUPERVISING STATION. See Section 902.1.

[F] SUPERVISORY SERVICE. See Section 902.1.

[F] SUPERVISORY SIGNAL. See Section 902.1.

[F] SUPERVISORY SIGNAL-INITIATING DEVICE. See
Section 902.1.

SWIMMING POOLS. See Section 3109.2.

T RATING. See Section 702.1.

TECHNICALLY INFEASIBLE. See s. Comm 62.3408
(7).

TENDON. See Section 1902.1.

TENT. Any structure, enclosure or shelter which is constructed
of canvas or pliable material supported in any manner except by
air or the contents it protects.

THERMOPLASTIC MATERIAL. See Section 2602.1

THERMOSETTING MATERIAL. See Section 2602.1.

THROUGH PENETRATION. See Section 702.1.

THROUGH-PENETRATION FIRESTOP SYSTEM. See
Section 702.1.

TIE, LATERAL. See Section 2102.1.

TIE, WALL. See Section 2102.1.

TIE-DOWN (HOLD-DOWN). See Section 2302.1.

TILE. See Section 2102.1.

TILE, STRUCTURAL CLAY. See Section 2102.1.

[F] TIRES, BULK STORAGE OF. See Section 902.1.

TORSIONAL FORCE DISTRIBUTION. See Section
1613.1.

TOUGHNESS. See Section 1613.1.

[F] TOXIC. See Section 307.2.

TREATED WOOD. See Section 2302.1.

TRIM. See Section 802.1.
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USE AND OCCUPANCY CLASSIFICATION TABLE 302.3.3
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A-5 Assembly uses intended for participation in or viewing
outdoor activities including, but not limited to:

Amusement park structures
Bleachers
Grandstands
Stadiums

SECTION 304
BUSINESS GROUP B

304.1 Business Group B. Business Group B occupancy in-
cludes, among others, the use of a building or structure, or a
portion thereof, for office, professional or service-type transac-
tions, including storage of records and accounts. Business oc-
cupancies shall include, but not be limited to, the following:

Airport traffic control towers
Animal hospitals, kennels and pounds
Banks
Barber and beauty shops
Car wash
Civic administration
Clinic—outpatient
Dry cleaning and laundries; pick-up and delivery stations
and self-service
Educational occupancies above the 12th grade
Electronic data processing
Fire and police stations
Laboratories; testing and research
Motor vehicle showrooms
Post offices
Print shops
Professional services (architects, attorneys, dentists,
physicians, engineers, etc.)
Radio and television stations
Telephone exchanges

SECTION 305
EDUCATIONAL GROUP E

305.1 Educational Group E. Educational Group E occupancy
includes, among others, the use of a building or structure, or a
portion thereof, by six or more persons at any one time for edu-
cational purposes through the 12th grade.

305.2 Day care. The use of a building or structure, or portion
thereof, for educational, supervision or personal care services
for more than five children older than 21/2 years of age, shall be
classified as a Group E occupancy.

SECTION 306
FACTORY GROUP F

306.1 Factory Industrial Group F. Factory Industrial Group
F occupancy includes, among others, the use of a building or
structure, or a portion thereof, for assembling, disassembling,
fabricating, finishing, manufacturing, packaging, repair or pro-
cessing operations that are not classified as a Group H hazard-
ous occupancy.

306.2 Factory Industrial F-1 Moderate-Hazard Occu-
pancy. Factory Industrial uses which are not classified as Fac-

tory Industrial F-2 Low Hazard shall be classified as F-1 Mod-
erate Hazard and shall include, but not be limited to, the follow-
ing:

Aircraft
Appliances
Athletic equipment
Automobiles and other motor vehicles
Bakeries
Beverages (alcoholic)
Bicycles
Boats; building
Brooms or brushes
Business machines
Cameras and photo equipment
Canvas or similar fabric
Carpets and rugs (includes cleaning)
Clothing
Construction and agricultural machinery
Disinfectants
Dry cleaning and dyeing
Electric light plants and power houses
Electronics
Engines (including rebuilding)
Food processing
Furniture
Hemp products
Jute products
Laundries
Leather products
Machinery
Metals
Millwork (sash & door)
Motion pictures and television filming
Musical instruments
Optical goods
Paper mills or products
Photographic film
Plastic products
Printing or publishing
Recreational vehicles
Refuse incineration
Shoes
Soaps and detergents
Textiles
Tobacco
Trailers
Upholstering
Wood; distillation
Woodworking (cabinet)

306.3 Factory Industrial F-2 Low-Hazard Occupancy. Fac-
tory industrial uses that involve the fabrication or manufactur-
ing of noncombustible materials which during finishing,
packing or processing do not involve a significant fire hazard
shall be classified as F-2 occupancies and shall include, but not
be limited to, the following:

Beverages (nonalcoholic)
Brick and masonry
Ceramic products
Foundries
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GENERAL BUILDING HEIGHTS AND AREAS TABLE 503

TABLE 503
ALLOWABLE HEIGHT AND BUILDING AREAS

Height limitations shown as stories and feet above grade plane.
Area limitations as determined by the definition of “Area, building,” per floor.

GROUP

TYPE OF CONSTRUCTION

TYPE I TYPE II TYPE III TYPE IV TYPE V

A B A B A B HT A B

HGT(feet)

Hgt(S) UL 160 65 55 65 55 65 50 40

A-1 S
A

UL
UL

5
UL

3
15,500

2
8,500

3
14,000

2
8,500

3
15,000

2
11,500

1
5,500

A-2 S
A

UL
UL

11
UL

3
15,500

2
9,500

3
14,000

2
9,500

3
15,000

2
11,500

1
6,000

A-3 S
A

UL
UL

11
UL

3
15,500

2
9,500

3
14,000

2
9,500

3
15,000

2
11,500

1
6,000

A-4 S
A

UL
UL

11
UL

3
15,500

2
9,500

3
14,000

2
9,500

3
15,000

2
11,500

1
6,000

A-5 S
A

UL
UL

UL
UL

UL
UL

UL
UL

UL
UL

UL
UL

UL
UL

UL
UL

UL
UL

B S
A

UL
UL

11
UL

5
37,500

4
23,000

5
28,500

4
19,000

5
36,000

3
18,000

2
9,000

E S
A

UL
UL

5
UL

3
26,500

2
14,500

3
23,500

2
14,500

3
25,500

1
18,500

1
9,500

F-1 S
A

UL
UL

11
UL

4
25,000

2
15,500

3
19,000

2
12,000

4
33,500

2
14,000

1
8,500

F-2 S
A

UL
UL

11
UL

5
37,500

3
23,000

4
28,500

3
18,000

5
50,500

3
21,000

2
13,000

H-1 S
A

1
21,000

1
16,500

1
11,000

1
7,000

1
9,500

1
7,000

1
10,500

1
7,500

NP
NP

H-2 S
A

UL
21,000

3
16,500

2
11,000

1
7,000

2
9,500

1
7,000

2
10,500

1
7,500

1
3,000

H-3 S
A

UL
UL

6
60,000

4
26,500

2
14,000

4
17,500

2
13,000

4
25,500

2
10,000

1
5,000

H-4 S
A

UL
UL

7
UL

5
37,500

3
17,500

5
28,500

3
17,500

5
36,000

3
18,000

2
6,500

H-5 S
A

3
UL

3
UL

3
37,500

3
23,000

3
28,500

3
19,000

3
36,000

3
18,000

2
9,000

I-1 S
A

UL
UL

9
55,000

4
19,000

3
10,000

4
16,500

3
10,000

4
18,000

3
10,500

2
4,500

I-2 S
A

UL
UL

4
UL

2
15,000

1
11,000

1
12,000

Np
Np

1
12,000

1
9,500

NP
NP

I-3 S
A

UL
UL

4
UL

2
15,000

1
11,000

2
10,500

1
7,500

2
12,000

2
7,500

1
5,000

I-4 S
A

UL
UL

5
60,500

3
26,500

2
13,000

3
23,500

2
13,000

3
25,500

1
18,500

1
9,000

M S
A

UL
UL

11
UL

4
21,500

4
12,500

4
18,500

4
12,500

4
20,500

3
14,000

1
9,000

R-1 S
A

UL
UL

11
UL

4
24,000

4
16,000

4
24,000

4
16,000

4
20,500

3
12,000

2
7,000

R-2a S
A

UL
UL

11
UL

4
24,000

4
16,000

4
24,000

4
16,000

4
20,500

3
12,000

2
7,000

R-3a S
A

UL
UL

11
UL

4
UL

4
UL

4
UL

4
UL

4
UL

3
UL

3
UL

R-4 S
A

UL
UL

11
UL

4
24,000

4
16,000

4
24,000

4
16,000

4
20,500

3
12,000

2
7,000

S-1 S
A

UL
UL

11
48,000

4
26,000

3
17,500

3
26,000

3
17,500

4
25,500

3
14,000

1
9,000

S-2 S
A

UL
UL

11
79,000

5
39,000

4
26,000

4
39,000

4
26,000

5
38,500

4
21,000

2
13,500

U S
A

UL
UL

5
35,500

4
19,000

2
8,500

3
14,000

2
8,500

4
18,000

2
9,000

1
5,500

For SI: 1 foot = 304.8 mm, 1 square foot = 0.0929 m2.
UL = Unlimited
a. As applicable in Section 101.2.



505.5 Industrial equipment platforms. Industrial equipment
platforms in buildings shall not be considered as a portion of
the floor below. Such equipment platforms shall not contribute
to the building area as regulated by Section 503.1. Such equip-
ment platforms shall not contribute to the number of stories as
regulated by Section 503.1. The area of the industrial equip-
ment platform shall not be included in determining the fire
area. Industrial equipment platforms shall not be a part of any
mezzanine, and such platforms and the walkways, stairs and
ladders providing access to an equipment platform, shall not
serve as a part of the means of egress from the building.

505.5.1 Area limitations. The aggregate area of all indus-
trial equipment platforms within a room shall not exceed
two-thirds of the area of the room in which they occur.
Where an equipment platform is located in the same room as
a mezzanine, the area of the mezzanine shall be determined
by Section 505.2, and the combined aggregate area of the
equipment platforms and mezzanines shall not exceed two-
thirds of the room in which they occur.

505.5.2 Fire suppression. Industrial equipment platforms
shall be fully protected by an automatic sprinkler system
above and below the platform, installed in accordance with
Section 903.3.

505.5.3 Guards. Equipment platforms shall have guards
where required by Section 1003.2.12.

SECTION 506
AREA MODIFICATIONS

506.1 General. The areas limited by Table 503 shall be permit-
ted to be increased due to frontage (If) and automatic sprinkler
system protection (Is) in accordance with the following:

A A
A I A I

a t

t f t s= +








 + 



100 100

(Equation 5-1)

where:

Aa = Allowable area per floor (square feet).

At = Tabular area per floor in accordance with Table 503
(square feet).

If = Area increase due to frontage (percent) as calculated
in accordance with Section 506.2.

Is = Area increase due to sprinkler protection (percent) as
calculated in accordance with Section 506.3.

506.1.1 Basements. A single basement need not be in-
cluded in the total allowable area provided such basement
does not exceed the area permitted for a one-story building.

506.2 Frontage increase. Every building shall adjoin or have
access to a public way to receive an area increase for frontage.
Where a building has more than 25 percent of its perimeter on a
public way or open space having a minimum width of 20 feet
(6096 mm), the frontage increase shall be determined in accor-
dance with the following:

I
F

P

W
f = −





100 0 25
30

. (Equation 5-2)

where:

If = Area increase due to frontage (percent).

F = Building perimeter which fronts on a public way or
open space having 20 feet (6096 mm) open minimum
width (feet).

P = Perimeter of entire building (feet).

W = Minimum width of public way or open space (feet).

506.2.1 Width limits. W must be at least 20 feet (6096 mm)
and the quantity W divided by 30 shall not exceed 1.0 except
that for buildings which are permitted to be unlimited in area
by Section 503.1.2, Section 507 or Section 508, the quantity
W divided by 30 shall not exceed 2.0.

506.2.2 Open space limits. Such open space shall be either
on the same lot or dedicated for public use and shall be ac-
cessed from a street or approved fire lane.

506.3 Automatic sprinkler system increase. Where a build-
ing is protected throughout with an approved automatic sprin-
kler system in accordance with Section 903.3.1.1, the area
limitation in Table 503 is permitted to be increased by 200 per-
cent (Is = 200) for multistory buildings and 300 percent (Is =
300) for single-story buildings.

Exception: Group H-1, H-2 or H-3.

SECTION 507
UNLIMITED AREA BUILDINGS

507.1 Unsprinklered, one-story. The area of a one-story,
Group F-2 or S-2 building shall not be limited when the build-
ing is surrounded and adjoined by public ways or yards not less
than 60 feet (18 288 mm) in width.

507.2 Sprinklered, one-story. The area of a one-story, Group
A-4, B, F, M or S building shall not be limited when the build-
ing is provided with an automatic sprinkler system throughout
in accordance with Section 903.3.1.1, and is surrounded and
adjoined by public ways or yards not less than 60 feet (18 288
mm) in width.

Exceptions:

1. Buildings and structures of Types I and II construction
for rack storage facilities, which do not have access by
the public shall not be limited in height provided that
such buildings conform to the requirements of Sec-
tion 507.1 and NFPA 231C.

2. The automatic sprinkler system shall not be required
in areas occupied for indoor participant sports, such as
tennis, skating, swimming and equestrian activities,
in occupancies in Group A-4, provided that:

2.1. Exit doors directly to the outside are provided
for occupants of the participant sports areas;
and

2.2. The building is equipped with a fire alarm sys-
tem with manual fire alarm boxes installed in
accordance with Section 907.

507.3 Two-story. The area of a two-story, Group B, F, M or S
building shall not be limited when the building is provided with
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FIRE-RESISTANCE-RATED CONSTRUCTION TABLE 719.1(2)

TABLE 719.1(2)—continued
RATED FIRE-RESISTANCE PERIODS FOR VARIOUS WALLS AND PARTITIONS a,o,p

MATERIAL
ITEM

NUMBER CONSTRUCTION

MINIMUM FINISHED
THICKNESS FACE-TOFACEb

(inches)

4 hour 3 hour 2 hour 1 hour

11. Noncombustible
studs—interior
partition with
plaster each side

11-1.1
31/4″ × 0.044-inch (No. 18 carbon sheet steel gage) steel studs spaced 24″ on
center. 5/8″ gypsum plaster on metal lath each side mixed 1:2 by weight, gypsum
to sand aggregate.

— — — 43/4
d

11-1.2

33/8″ × 0.055-inch (No. 16 carbon sheet steel gage) approved nailablek studs
spaced 24" on center. 5/8″ neat gypsum wood-fibered plaster each side over 3/8″
rib metal lath nailed to studs with 6d common nails, 8″ on center. Nails driven
11/4″ and bent over.

— — 55/8 —

11-1.3

4″ × 0.044-inch (No. 18 carbon sheet steel gage) channel-shaped steel studs at
16″ on center. On each side approved resilient clips pressed onto stud flange at
16″ vertical spacing, 1/4″ pencil rods snapped into or wire tied onto outer loop of
clips, metal lath wire-tied to pencil rods at 6″ intervals, 1″ perlite gypsum
plaster, each side.

— 75/8
d — —

11-1.4

21/2″ × 0.044-inch (No. 18 carbon sheet steel gage) steel studs spaced 16″ on
center. Wood fibered gypsum plaster mixed 1:1 by weight gypsum to sand
aggregate applied on 3/4-pound metal lath wire tied to studs, each side. 3/4″
plaster applied over each face, including finish coat.

— — 41/4
d —

12. Wood studs
interior partition
with plaster each
side

12-1.1l, m

2″ × 4″ wood studs 16″ on center with 5/8″ gypsum plaster on metal lath. Lath
attached by 4d common nails bent over or No. 14 gage by 11/4″ by 3/4″ crown
width staples spaced 6″ on center. Plaster mixed 1:11/2 for scratch coat and 1:3
for brown coat, by weight, gypsum to sand aggregate.

— — — 51/8

12-1.2l
2″ × 4″ wood studs 16″ on center with metal lath and 7/8″ neat wood-fibered
gypsum plaster each side. Lath attached by 6d common nails, 7″ on center.
Nails driven 11/4″ and bent over.

— — 51/2
d —

12-1.3l

2″ × 4″ wood studs 16″ on center with 3/8″ perforated or plain gypsum lath and
1/2″ gypsum plaster each side. Lath nailed with 11/8″ by No. 13 gage by 19/64″
head plasterboard blued nails, 4″ on center. Plaster mixed 1:2 by weight,
gypsum to sand aggregate.

— — — 51/4

12-1.4l

2″ × 4″ wood studs 16″ on center with 3/8″ Type X gypsum lath and 1/2″ gypsum
plaster each side. Lath nailed with 1 1/8″ by No. 13 gage by 19/64″ head
plasterboard blued nails, 5″ on center. Plaster mixed 1:2 by weight, gypsum to
sand aggregate.

— — — 51/4

13. Noncombustible
studs—interior
partition with
gypsum
wallboard each
side

13-1.1

0.018 inch (No. 25 carbon sheet steel gage) channel-shaped studs 24″ on center
with one full-length layer of 5/8″ Type X gypsum wallboarde applied vertically
attached with 1″ long No. 6 drywall screws to each stud. Screws are 8″ on
center around the perimeter and 12″ on center on the intermediate stud. The
wallboard may be applied horizontally when attached to 35/8″ studs and the
horizontal joints are staggered with those on the opposite side. Screws for the
horizontal application shall be 8″ on center at vertical edges and 12″ on center
at intermediate studs.

— — — 27/8
d

13-1.2

0.018 inch (No. 25 carbon sheet steel gage) channel-shaped studs 25″ on center
with two full-length layers of 1/2″ Type X gypsum wallboarde applied vertically
each side. First layer attached with 1″-long,  No. 6 drywall screws, 8″ on center
around the perimeter and 12″ on center on the intermediate stud. Second layer
applied with vertical joints offset one stud space from first layer using 15/8″
long, No. 6 drywall screws spaced 9″ on center along vertical joints, 12″ on
center at intermediate studs and 24″ on center along top and bottom runners.

— — 35/8
d —

13-1.3

0.055-inch (No. 16 carbon sheet steel gage) approved nailable metal studse 24″
on center with full-length 5/8″ Type X gypsum wallboarde applied vertically and
nailed 7″ on center with 6d cement-coated common nails. Approved metal
fastener grips used with nails at vertical butt joints along studs.

— — — 47/8

(continued)
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TABLE 719.1(2) FIRE-RESISTANCE-RATED CONSTRUCTION

TABLE 719.1(2)—continued
RATED FIRE-RESISTANCE PERIODS FOR VARIOUS WALLS AND PARTITIONS a,o,p

MATERIAL
ITEM

NUMBER CONSTRUCTION

MINIMUM FINISHED
THICKNESS FACE-TOFACEb

(inches)

4 hour 3 hour 2 hour 1 hour

14.Wood
studs—interior
partition with
gypsum
wallboard
each side

14-1.1h, m

2″ × 4″ wood studs 16″ on center with two layers of 3/8″ regular gypsum
wallboarde each side, 4d coolern or wallboardn nails at 8″ on center first layer, 5d
coolern or wallboardn nails at 8″ on center second layer with laminating
compound between layers, joints staggered. First layer applied full length
vertically, second layer applied horizontally or vertically

— — — 5

14-1.2l, m

2″ × 4″ wood studs 16″ on center with two layers 1/2″ regular gypsum wallboarde

applied vertically or horizontally each sidek, joints staggered. Nail base layer
with 5d coolern or wallboardn nails at 8″ on center face layer with 8d coolern or
wallboardn nails at 8″ on center.

— — — 51/2

14-1.3l, m
2″ × 4″ wood studs 24″ on center with 5/8″ Type X gypsum wallboarde applied
vertically or horizontally nailed with 6d coolern or wallboardn nails at 7″ on
center with end joints on nailing members. Stagger joints each side.

— — — 43/4

14-1.4l

2″ × 4″ fire-retardant-treated wood studs spaced 24″ on center with one layer of
5/8″ Type X gypsum wallboarde applied with face paper grain (long dimension)
parallel to studs. Wallboard attached with 6d coolern or wallboardn nails at 7″ on
center.

— — — 43/4
d

14-1.5l, m

2″ × 4″ wood studs 16″ on center with two layers 5/8″ Type X gypsum wallboarde

each side. Base layers applied vertically and nailed with 6d coolern or wallboardn

nails at 9″ on center. Face layer applied vertically or horizontally and nailed with
8d coolern or wallboardn nails at 7″ on center. For nail-adhesive application, base
layers are nailed 6″ on center. Face layers applied with  coating of approved
wallboard adhesive and nailed 12″ on center.

— — 6 —

14-1.6l

2″ × 3″ fire-retardant-treated wood studs spaced 24″ on center with one layer of
5/8″ Type X gypsum wallboarde applied with face paper grain (long dimension) at
right angles to studs. Wallboard attached with 6d cement-coated box nails spaced
7″ on center.

— — — 35/8
d

15. Exterior or
interior walls

15-1.1l, m

Exterior surface with 3/4″ drop siding over 1/2″ gypsum sheathing on  2″ × 4″
wood studs at 16″ on center, interior surface treatment as required for one-hour-
rated exterior or interior 2″ × 4″ wood stud partitions. Gypsum sheathing nailed
with 13/4″ by No. 11 gage by 7/16″ head galvanized nails at 8″ on center. Siding
nailed with 7d galvanized smooth box nails.

— — — Varies

15-1.2l, m

2″ × 4″ wood studs 16″ on center with metal lath and 3/4″ cement plaster on each
side. Lath attached with 6d common nails 7″ on center driven to 1″ minimum
penetration and bent over. Plaster mix 1:4 for scratch coat and 1:5 for brown
coat, by volume, cement to sand.

— — — 53/8

15-1.3l, m

2″ × 4″ wood studs 16″ on center with 7/8″ cement plaster (measured from the
face of studs) on the exterior surface with interior surface treatment as required
for interior wood stud partitions in this table. Plaster mix 1:4 for scratch coat and
1:5 for brown coat, by volume, cement to sand.

— — — Varies

15-1.4

35/8″ No. 16 gage noncombustible studs 16″ on center with 7/8″ cement plaster
(measured from the face of the studs) on the exterior surface with interior
surface treatment as required for interior, nonbearing, noncombustible stud
partitions in this table. Plaster mix 1:4 for scratch coat and 1:5 for brown coat,
by volume, cement to sand.

— — — Variesd

(continued)
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FIRE-RESISTANCE-RATED CONSTRUCTION TABLE 719.1(2)

TABLE 719.1(2)—continued
RATED FIRE-RESISTANCE PERIODS FOR VARIOUS WALLS AND PARTITIONS a,o,p

MATERIAL
ITEM

NUMBER CONSTRUCTION

MINIMUM FINISHED
THICKNESS FACE-TOFACEb

(inches)

4 hour 3 hour 2 hour 1 hour

15. Exterior or
interior walls
(continued)

15-1.5m

21/4″ × 33/4″ clay face brick with cored holes over 1/2″ gypsum sheathing on
exterior surface of 2″ × 4″ wood studs at 16″ on center and two layers 5/8″ Type X
gypsum wallboarde on interior surface. Sheathing placed horizontally or vertically
with vertical joints over studs nailed 6″ on center with 13/4″ × No. 11 gage by 7/16″
head galvanized nails. Inner layer of wallboard placed horizontally or vertically
and nailed 8″ on center with 6d coolern or wallboardn nails. Outer layer of
wallboard placed horizontally or vertically and nailed 8″ on center with 8d coolern

or wallboardn nails. All joints staggered with vertical joints over studs. Outer layer
joints taped and finished with compound. Nail heads covered with joint
compound. 0.035 inch (No. 20 galvanized sheet gage corrugated galvanized steel
wall ties 3/4″ by 65/8″ attached to each stud with two 8d coolern or wallboardn nails
every sixth course of bricks.

— — 10 —

15-1.6l, m

2″ × 6″ fire retardant-treated wood studs 16″ on center. Interior face has two
layers of 5/8″ Type X gypsum wallboarde with the base layer placed vertically and
attached with 6d box nails 12″ on center. The face layer is placed horizontally and
attached with 8d box nails 8″ on center at joints and 12″ on center elsewhere. The
exterior face has a base layer of 5/8″ Type X gypsum wallboardb placed vertically
with 6d box nails 8″ on center at joints and 12″ on center elsewhere. An approved
building paper is next applied, followed by self-furred exterior lath attached with
21/2″, No. 12 gage galvanized roofing nails with a 3/8″ diameter head and spaced 6″
on center along each stud. Cement plaster consisting of a 1/2″ brown coat is then
applied. The scratch coat is mixed in the proportion of 1:3 by weight, cement to
sand with 10 pounds of hydrated lime and 3 pounds of approved additives or
admixtures per sack of cement. The brown coat is mixed in the proportion of 1:4
by weight, cement to sand with the same amounts of hydrated lime and approved
additives or admixtures used in the scratch coat.

— — 81/4 —

15-1.7l, m

2″ × 6″ wood studs 16″ on center. The exterior face has a layer of 5/8″ Type X
gypsum wallboarde placed vertically with 6d box nails  8″ on center at joints and
12″ on center elsewhere. An approved building paper is next applied, followed by
1″ by No. 18 gage self-furred exterior lath attached with 8d by 21/2″ long
galvanized roofing nails spaced 6″ on center along each stud. Cement plaster
consisting of a 1/2″ scratch coat, a bonding agent and a 1/2″ brown coat and a finish
coat is then applied. The scratch coat is mixed in the proportion of 1:3 by weight,
cement to sand with 10 pounds of hydrated lime and 3 pounds of approved
additives or admixtures per sack of cement. The brown coat is mixed in the
proportion of 1:4 by weight, cement to sand with the same amounts of hydrated
lime and approved additives or admixtures used in the scratch coat. The interior is
covered with 3/8″ gypsum lath with 1″ hexagonal mesh of 0.035 inch (No. 20 B.W.
gage) woven wire lath furred out 5/16″ and 1″ perlite or vermiculite gypsum plaster.
Lath nailed with 11/8″ by No. 13 gage by 19/64″ head plasterboard blued nails
spaced 5″ on center. Mesh attached by 13/4″ by No. 12 gage by 3/8″ head nails with
3/8″ furrings, spaced 8″ on center. The plaster mix shall not exceed 100 pounds of
gypsum to 21/2 cubic feet of aggregate.

— — 83/8 —

15-1.8l, m

2″ × 6″wood studs 16″ on center. The exterior face has a layer of 5/8″ Type X
gypsum wallboarde placed vertically with 6d box nails 8″ on center at joints and
12″ on center elsewhere. An approved building paper is next applied, followed by
11/2″ by number 17 gage self-furred exterior lath attached with 8d by 21/2″ long
galvanized roofing nails spaced 6″ on center along each stud. Cement plaster
consisting of a 1/2″ scratch coat, and a 1/2″ brown coat is then applied. The plaster
may be placed by machine. The scratch coat is mixed in the proportion of 1:4 by
weight, plastic cement to sand. The brown coat is mixed in the proportion of 1:5
by weight, plastic cement to sand. The interior is covered with 3/8″ gypsum lath
with 1" hexagonal mesh of No. 20 gage woven wire lath furred out 5/16″ and 1″
perlite or vermiculite gypsum plaster. Lath nailed with 11/8″ by No. 13 gage by
19/64″ head plasterboard blued nails spaced 5″ on center. Mesh attached by 13/4″ by
No. 12 gage by 3/8″ head nails with 3/8″ furrings, spaced 8" on center. The plaster
mix shall not exceed 100 pounds of gypsum to 21/2 cubic feet of aggregate.

— — 83/8 —

(continued)
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TABLE 719.1(2) FIRE-RESISTANCE-RATED CONSTRUCTION

TABLE 719.1(2)—continued
RATED FIRE-RESISTANCE PERIODS FOR VARIOUS WALLS AND PARTITIONS a,o,p

MATERIAL
ITEM

NUMBER CONSTRUCTION

MINIMUM FINISHED
THICKNESS FACE-TOFACEb

(inches)

4 hour 3 hour 2 hour 1 hour

15.Exterior or
interior walls
(continued)

15-1.9

4″ No. 18 gage, nonload-bearing metal studs, 16″ on center, with 1″ portland
cement lime plaster [measured from the back side of the 3/4-pound expanded metal
lath] on the exterior surface. Interior surface to be covered with 1″ of gypsum
plaster on 3/4-pound expanded metal lath proportioned by weight—1:2 for scratch
coat, 1:3 for brown, gypsum to sand. Lath on one side of the partition fastened to
1/4″ diameter pencil rods supported by No. 20 gage metal clips, located 16" on
center vertically, on each stud. 3″ thick mineral fiber insulating batts friction fitted
between the studs.

— — 61/2
d —

15-1.10

Steel studs 0.060" thick, 4″ deep or 6″ at 16″ or 24″ centers, with 1/2″ Glass Fiber
Reinforced Concrete (GFRC) on the exterior surface. GFRC is attached with flex
anchors at 24″ on center, with 5″ leg welded to studs with two 1/2″-long flare-bevel
welds, and 4″ foot attached to the GFRC skin with 5/8″ thick GFRC bonding pads
that extend 21/2″ beyond the flex anchor foot on both sides. Interior surface to
have two layers of 1/2″ Type X gypsum wallboard.e The first layer of wallboard to
be attached with 1″-long Type S buglehead screws spaced 24″ on center and the
second layer is attached with 15/8-inch-long Type S screws spaced at 12″ on
center. Cavity is to be filled with 5″ of 4 pcf (nominal) mineral fiber batts. GFRC
has 11/2 returns packed with mineral fiber and caulked on the exterior.

— — 61/2 —

15-1.11

Steel studs 0.060″ thick, 4″ deep or 6″ at 16″ or 24″ centers, respectively, with 1/2″
Glass Fiber Reinforced Concrete (GFRC) on the exterior surface. GFRC is
attached with flex anchors at 24″ on center, with 5″ leg welded to studs with two
1/2″-long flare-bevel welds, and 4″ foot attached to the GFRC skin with 5/8″-thick
GFRC bonding pads that extend 21/2″ beyond the flex anchor foot on both sides.
Interior surface to have one layer of 5/8″ Type X gypsum wallboarde, attached with
11/4″-long Type S buglehead screws spaced 12″ on center. Cavity is to be filled
with 5″ of 4 pcf (nominal) mineral fiber batts. GFRC has 11/2″ returns packed with
mineral fiber and caulked on the exterior.

— — — 61/8

For SI: 1 inch = 25.4 mm, 1 square inch = 645.2 mm2,  1 cubic foot = 0.0283 m3.
a. Staples with equivalent holding power and penetration shall be permitted to be used as alternate fasteners to nails for attachment to wood framing.
b. Thickness shown for brick and clay tile are nominal thicknesses unless plastered, in which case thicknesses are net. Thickness shown for concrete masonry and

clay masonry is equivalent thickness defined in Section 720.3.1 for concrete masonry and Section 720.4.1.1 for clay masonry. Where all cells are solid grouted or
filled with silicone-treated perlite loose-fill insulation; vermiculite loose-fill insulation; or expanded clay, shale or slate lightweight aggregate, the equivalent
thickness shall be the thickness of the block or brick using specified dimensions as defined in Chapter 21. Equivalent thickness may also include the thickness of
applied plaster and lath or gypsum wallboard, where specified.

c. For units in which the net cross-sectional area of cored brick in any plane parallel to the surface containing the cores is at least 75 percent of the gross cross-sec-
tional area measured in the same plane.

d. Shall be used for nonbearing purposes only.
e. For all of the construction with gypsum wallboard described in this table, gypsum base for veneer plaster of the same size, thickness and core type shall be permit-

ted to be substituted for gypsum wallboard, provided attachment is identical to that specified for the wallboard, and the joints on the face layer are reinforced and
the entire surface is covered with a minimum of 1/16-inch gypsum veneer plaster.

f. The fire resistance time period for concrete masonry units meeting the equivalent thicknesses required for a 2-hour fire resistance rating in Item 3, and having a
thickness of not less than 75/8 inches is 4 hours when cores which are not grouted are filled with silicone-treated perlite loose-fill insulation; vermiculite loose-fill
insulation; or expanded clay, shale or slate lightweight aggregate, sand or slag having a maximum particle size of 3/8 inch.

g. The fire-resistance rating of concrete masonry units composed of a combination of aggregate types or where plaster is applied directly to the concrete masonry
shall be determined in accordance with ACI 216.1/TMS 216. Lightweight aggregates shall have a maximum combined density of 65 pounds per cubic foot.

h. See also Footnote b. The equivalent thickness shall be permitted to include the thickness of cement plaster or 1.5 times the thickness of gypsum plaster applied in
accordance with the requirements of Chapter 25.

i. Concrete walls shall be reinforced with horizontal and vertical temperature reinforcement as required by Chapter 19.
j. Studs are welded truss wire studs with 0.18 inch (No. 7 B.W. gage) flange wire and 0.18 inch (No. 7 B.W. gage) truss wires.
k. Nailable metal studs consist of two channel studs spot welded back to back with a crimped web forming a nailing groove.
l. Wood structural panels shall be permitted to be installed between the fire protection and the wood studs on either the interior or exterior side of the wood-frame as-

semblies in this table, provided the length of the fasteners used to attach the fire protection are increased by an amount at least equal to the thickness of the wood
structural panel.

m.The design stress of studs shall be reduced to 78 percent of allowable F′c with the maximum not greater than 78 percent of the calculated stress with studs having a
slenderness ratio le/d of 33.

n. For properties of cooler or wallboard nails, see ASTM C 514, ASTM C 547 or ASTM F 1667.
o. Generic fire-resistance ratings (those not designated as PROPRIETARY* in the listing) in the GA 600 shall be accepted as if herein listed.
p. NCMA TEK 5-8, shall be permitted for the design of fire walls.


